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Fire
Location:
APN:
Owner:
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30130 Cuthbert Road, not within the appealable
coastal zone
4469-044-003
The Graulich Family Trust

RECOMMENDED ACTION: Adopt Planning Commission Resolution No. 20-37
(Attachment 1) determining that the project is categorically exempt from the California
Environmental Quality Act (CEQA) and approving Coastal Development Permit – Woolsey
Fire (CDPWF) No. 19-004 to allow for the construction of a new 5,932 square-foot, 24 foot
tall, two-story single-family residence and associated development including an 832
square-foot attached garage, 718 detached square-foot second unit, after-the-fact
hardscaping and sport court with fencing, landscape, hardscape, and retaining walls;
grading; and installation of a new onsite wastewater treatment system (OWTS), including
Site Plan Review (SPR) No. 19-102 for construction of the residence over 18 feet in height,
SPR No. 19-126 for construction on slopes between 3 to 1 and 2.5 to 1, and Minor
Modification (MM) No. 19-014 for a 50 percent reduction of the front yard setback to
replace a home destroyed in the 2018 Woolsey Fire, located in the Rural Residential–Two
Acre (RR-2) zoning district at 30130 Cuthbert Road (The Graulich Family Trust).
DISCUSSION: Pursuant to Local Coastal Program (LCP) Local Implementation Plan (LIP)
Section 13.13.1, the Planning Director may process this permit application
administratively, as an administrative coastal development permit (ACDP), because the
scope of work is for a single-family dwelling and the permit is not appealable to the
California Coastal Commission (CCC). On February 25, 2020, the Planning Director
approved ACDPWF No. 19-004 for the same scope of work described in this report. On
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March 2, 2020, the ACDP was reported to the Planning Commission where the
Commission raised issues regarding the size of the development in relation to
neighborhood character, and the two-thirds rule calculation. The Commission voted to
bring back the item as a full public hearing pursuant to LIP Section 13.6, subject to the
provisions for hearing and appeal set forth in LIP Sections 13.11 and 13.12. The issues
raised during that meeting have been addressed in the report below.
This agenda report provides a project overview, summary of surrounding land uses and
project setting, the specific project scope of work, analysis of the project’s consistency with
applicable LCP and Malibu Municipal Code (MMC) provisions, and environmental review
pursuant to CEQA. The analysis and findings contained herein demonstrate the project is
consistent with the LCP and MMC.
Project Overview
The subject property is a wedge-shaped, non-beachfront lot addressed as 30130 Cuthbert
Road, as seen in Figures 1a and 1b. The previously existing 3,442 square foot residence,
destroyed in the 2018 Woolsey Fire, was originally constructed in 1953. The City approved
a new swimming pool in 2006 under APR No. 06-114, and a 1,175 square foot addition in
2009 under APR No. 08-083. APR No. 08-083 also included two SPRs; one for
construction over 18 feet, and another for a 26 percent reduction of the required front yard
setback from 65 feet to 48 feet. Ground-mounted solar panels were approved and installed
in 2017 under Over-the-Counter (OC) No. 17-008. The Woolsey Fire destroyed the solar
panels; however, the supporting structures survived and will be reused for the installation
of replacement panels.
The proposed project includes a 5,932 square-foot, two-story principal residence,
including a new 832 square-foot attached garage. A detached 718 square-foot second
residential unit will be located in the southwest corner of the subject property. A total of
7,482 square feet of total development square footage (TDSF) is proposed. The existing
1,050 square foot swimming pool will be refinished. No expansion in the size of existing
pool is proposed; however, a new pool deck and water slide are proposed. Sometime
between 1993 and 2002 (prior to the acquisition of the property by the current owners) a
1,646 square foot sports court was constructed without the benefit of permits; the current
owners of have requested an after-the-fact approval of the sports court as part of this
application. The proposed residence is designed to take advantage of the previously
existing development’s footprint, driveway alignment, and remaining site improvements,
as illustrated in Figure 2 and the project rendering in Attachment 5. The site will continue
to be accessed from the existing driveways off Cuthbert Road.
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Figure 1a – Project Area Aerial (2018)

Project Site: 30130 Cuthbert Road
Source: City of Malibu GIS – please note that all property lines are approximate.

Figure 1b – Project Area Aerial (2019)

Project Site: 30130 Cuthbert Road
Source: Google Earth Pro
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SPR No. 19-102 has been included to allow for portions of the flat roof to exceed 18 feet,
up to a maximum height of 24 feet. The previously existing residence was 25.5 feet tall
with a pitched roof, with the additions approved under APR No. 08-083 and SPR No. 08038. The existing building pad where the home will be placed is ten feet lower than the
street level. When viewed from the street the proposed residence appears to be one story
and is 7.5 feet shorter than the previously existing residence on that facade. The garage
portion of the residence and the detached second unit are designed not to exceed 18 feet
in height. On January 29, 2020, story poles demonstrating the location, height, and bulk
of the proposed project were placed on-site to aid in the visual analysis of private and
public view impacts (Attachment 4 – Story Pole Photographs). Staff performed a site visit
on February 4, 2020, to assess the visual impacts of the site and determined that there
would be no adverse effects on private or public views from scenic viewing areas.
Figure 2 – Proposed Site Plan and Previously Existing Development

Source: Sheet EX-F of Project Plans (Attachment 1)
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The front yard setback of the previously existing residence was approximately 20 feet,
12.39 feet closer to the property line than the proposed house. In 2009, APR No. 08-083
included SPR No. 09-005 for a 26 percent reduction of the required front yard setback to
allow for an addition to be located behind (farther away from the property line) the existing
structure. The setbacks calculated and approved under APR No. 08-083 were undercalculated according to the methods currently used to determine setbacks; at that time the
setback was measured from the property line rather than the edge of the public road
easement (which is wider than 20 feet). If the City’s current practice had been applied to
APR No. 08-083 and SPR No. 09-005, a fifty percent reduction of the required front yard
setback would have been required. The proposed MM No. 19-014 will allow for the
replacement structure to share a similar setback to the previously existing residence and
maintain the existing fire access, as well as the ability to take advantage of the existing
building pad and remaining site improvements.
In addition to the requests for a reduction of the front yard setback and construction of a
24-foot high flat roof, the applicant is requesting SPR No. 19-126 for construction on
slopes steeper than 3 to 1 but not steeper than 2.5 to 1. The proposed development is
largely on the existing building pad; however, portions of the proposed development,
including the lower level of the principal residence and a portion of the pool hardscaping,
are sited on slopes ranging from 3 to 1 to 2.5 to 1 which were the result of previous grading
activities to create a terraced building pad and yards. Therefore, a site plan review for
construction on slopes has been requested as part of the subject application (Attachment
1). Hillside Residential Development standards pursuant to MMC Sections
17.40.040(A)(20) and 17.62.070 do not apply to this project as the project is not sited on
slopes steeper than 30 percent when measured with ten-foot contours, and therefore does
not meet the definition of hillside development pursuant to MMC Section 17.02.060.1
The proposed project is designed to take advantage of the existing building pad and
driveway alignment and to avoid additional site disruption and as a result a minor
modification to reduce the required front yard setback is requested. Although the majority
of the proposed principal residence and garage are sited on the same building pad area
as the previously existing development, the design of the proposed development steps
down as the slope descends, and the portions of the structure over 18 feet are located on
the south side of the residence as opposed to the previous residence. The proposed
replacement structure will follow the existing topography of the site as it descends from
the street. This will result in a single-story appearance when viewed from the street. In
addition, the project is not visible from any existing public viewing areas.2

1

Pursuant to MMC Section 17.02.060, “Hillside residential development” means a residential development occurring
on a parcel of land on the inland side of Pacific Coast Highway on a proposed development area located on slopes
over thirty percent and which will result in grading on slopes over 30 percent, as calculated on a slope analysis
utilizing ten foot contour lines.

2

Public viewing area is defined as a location along existing scenic public roads and trails or within public parklands
or beaches where there are scenic views of the beach and ocean, coastline, mountains, ridgelines, canyons and
other unique natural features or areas.
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Surrounding Land Uses and Project Setting
The property is located in an area that is developed with one- and two-story single-family
residences that include additional accessory development and are zoned Rural
Residential-Two Acre (RR-2). Table 1 provides a summary of the lot dimensions and the
lot area of the subject parcel.
Table 1 – Property Data
Lot Depth
323.94 feet
Lot Width
217.66 feet
Gross Lot Area
63,692 square feet (1.46 acres)
Area of Easements
10,155 square feet
Area of 1 to 1 Slopes
0 square feet
Net Lot Area*
53,537 square feet (1.23 acres)
*Net Lot Area = Gross Lot Area minus the area of access easements and 1 to 1 slopes.
The project site is not within the appealable jurisdiction of the CCC, as depicted on the
Post-LCP Certification Permit and Appeal Jurisdiction Map. The LCP ESHA and Marine
Resources Map does not identify any ESHA on the subject property, or any adjacent
properties.
The project is located in the Malibu Park neighborhood, a long-established neighborhood
that was almost completely built out prior to the Woolsey Fire. The subject property cannot
be seen from any public scenic areas, including Pacific Coast Highway, beaches, parks,
or trails. In addition, the planned Zuma Ridge Trail is located approximately 275 feet south
of the project site, according to the LCP Parklands Map. That trail is currently unimproved
and therefore unused.
The area surrounding the subject property is characterized by highly variable lot sizes.
Larger lots are mostly located north, northeast, and northwest of the site, and also along
the south sides of Harvester and Philip Roads. Smaller subdivided properties are clustered
mostly to the south, along the north side of Harvester and Philip Roads. Topography in the
area generally ascends from southwest to northeast. This sloping topography has resulted
in several other houses in the area with a stepped, or notched into the slope type of design.
Most houses are oriented to face the south or southwest to maximize views to the ocean.
The houses range in age (of original construction) from 1950 to 2014, with the houses
generally increasing in size the more recently they have been constructed (see Attachment
6).
As shown in Figure 1 and illustrated in Attachment 6, which lists the square footages
according to the Los Angeles County Tax Assessor’s Records, of the properties within a
500-foot radius of the subject property, the majority of the development was destroyed in
the 2018 Woolsey Fire. The 2018 Woolsey Fire destroyed 26 of the 38 properties within
500 feet of the subject property. Of those 26, thirteen properties have either obtained
Planning Department approvals or have applications under review for new single-family
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residences. All of those applications proposed the in-kind replacement of the home
including a ten percent increase, with one including an SPR for a new maximum height
over 18 feet.3 According to a recent search of the MLS database, none of the lots in this
radius are for sale, although one lot which was affected by the Woolsey Fire located
approximately one-half mile away is for sale as of the week of March 7th.
Project Description
The proposed scope of work is as follows:
1. Construction of:
a. 5,932 square foot (sq. ft.), maximum 24-feet tall, two-story, single-family
residence with 832 sq. ft. garage;
b. 718 sq. ft., maximum 16-foot tall detached second unit;
c. 4,256 sq. ft. net new impermeable surface including concrete pool deck and
patios, and hardscaping;
d. Approval of a 1,646 sq. ft. sports court and six-foot-high chain-link sports court
fencing that was built without the benefit of permit;
e. Approximately 1,000 sq. ft. area for 20 replacement ground-mounted solar
panels;
f. 585 square feet of permeable bocce ball court;
g. 4,112 sq. ft. of permeable gravel;
h. 3,114 sq. ft. driveway and motor court,
i. Six-foot-tall driveway gate (view permeable above 42 inches);
2. 546 cubic yards of non-exempt grading involving 444 cubic yards of import;
3. Installation of a new OWTS including a 7,540-gallon septic tank; and
4. Installation of landscaping with retaining walls not to exceed a maximum of six feet
at any point.
Discretionary Requests:
1. SPR No. 19-102 to allow for construction up to 24 feet in height for a flat roof;
2. SPR No. 19-126 to allow for construction on slopes between 3 to 1 and 2.5 to 1;
and
3. MM No. 19-014 to allow for a 50 percent reduction of the front yard setback from
the required 65 feet to 32.5 feet.
Proposed Total Development Square Footage (TDSF)
Lower Level
2,514 sq. ft.
Main Level
4,250 sq. ft.
(includes 832 sq. ft garage and 569 sq. ft. of projections over six ft)
Second Residence
718 sq. ft.
Total:
7,482 sq. ft.
3

The request for only one SPR to increase the height beyond 18 feet does not necessarily mean that the previously
existing houses were all below 18 feet. Rather, if they were above 18 feet, they are rebuilding the roofline in
substantially the same way and an SPR is not required.
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LCP Analysis
The LCP consists of a Land Use Plan (LUP) and LIP. The LUP contains programs and
policies to implement the Coastal Act in the City of Malibu. The purpose of the LIP is to
carry out the policies of the LUP. The LIP contains specific policies and regulations to
which every project requiring a coastal development permit must adhere.
There are 14 sections within the LIP that potentially require specified findings to be made,
depending on the nature and location of the proposed project. Of these 14, five sections
are for conformance review only and require no findings. These five sections include
Zoning, Grading and Archaeological / Cultural Resources, Water Quality, and Wastewater
Treatment System Standards and are discussed under the Conformance Analysis section.
The nine remaining LIP sections include: 1) Coastal Development Permit findings; 2)
ESHA; 3) Native Tree Protection; 4) Scenic, Visual and Hillside Resource Protection; 5)
Transfer of Development Credits; 6) Hazards; 7) Shoreline and Bluff Development; 8)
Public Access; and 9) Land Division. These nine sections are discussed under the LIP
Findings section. Of these nine, General Coastal Development Permit (including the SPR
and MM findings), and Hazards findings apply to this project. Additionally, the proposed
project is subject to the Landscape Water Conservation Ordinance (MMC Chapter 9.22)
as the project is proposing a new landscape area of two thousand five hundred (2,500)
square feet or more, and conditions are included in the resolution.
Based on the project site, the scope of work, and substantial evidence contained within
the record, the ESHA, Scenic, Visual and Hillside Resource Protection, Native Tree
Protection, Transfer of Development Credits, Shoreline and Bluff Development, Public
Access, and Land Division findings are neither applicable nor required for the proposed
project for the reasons described herein
LIP Conformance Analysis
The proposed project has been reviewed by the Planning Department, City Biologist, City
Environmental Health Administrator, City Public Works Department, City geotechnical
staff, Los Angeles County Waterworks District No. 29 (WD29), and the Los Angeles
County Fire Department (LACFD) (Attachment 3 – Department Review Sheets). WD29
provided a Will Serve Letter to the applicant stating that WD29 can serve water to the
property. The project, as proposed and conditioned, has been found to be consistent with
all applicable LCP codes, standards, goals, and policies, inclusive of SPR No. 19-102,
SPR No. 19-126, and MM No. 19-014.
Zoning (LIP Chapter 3)
The project is subject to non-beachfront development and design standards set forth under
LIP Sections 3.5 and 3.6. Table 2 provides a project summary and indicates the proposed
project meets the non-beachfront development standards, inclusive of the requested
SPRs, and MM.
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With respect to the two-thirds rule, Figure 3, which is illustrative only and not specific to
this project, visually demonstrates how staff evaluates projects that follow the contours of
the site. As demonstrated in Figure 3, the red hatched area of the diagram qualifies as the
area that would need to be two-thirds of the area shaded in blue, as the area in red is both
over 18 feet in some areas and a second story. This assessment takes into account both
the LCP and the MMC, and appropriately allows for the proposed main residence to be
designed to step down, notching into the existing slope and following the existing
topography, in accordance with LIP Section 8.3(E)(4). As a result, the portions of the
structure over 18 are located on the south (rear) downhill side of the residence, so that the
home appear to be just under 18 feet when viewed from the road, as seen in the two-thirds
exhibit on sheet EX-D of the plans available in Attachment 2.
Figure 3 – Two-Thirds Illustrative Assessment Example

Source: Staff Example

The residence also sits significantly lower than the road, which is approximately ten feet
higher than the existing building pad, further reducing the ability to see the development
outside of the property. In addition, the proposed residence is shorter than previously
existing development when viewed from the street.
Table 2 summarizes the project’s conformance with residential development standards.
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Table 2 – LCP Zoning Conformance
Allowed/
Development Requirement
Proposed
Required
SETBACKS (ft.)
Front Yard (20% or 65 ft.,
64.788 ft.
32.39 ft.
whichever is less)
Rear Yard
48.59 ft.
157.66 ft.
Side Yard (10% - Min)
Side Yard (25% Cumulative)
PARKING
Enclosed
Unenclosed
TOTAL DEVELOPMENT
SQUARE FOOTAGE
(TDSF)
Area under 18 ft. x 2/3rds =
Area above 18 ft.
IMPERMEABLE
COVERAGE

Comments
MM No. 19014
Complies

21.76 ft.

21.76 ft.

Complies

32.65 ft.

34.42 ft.

Complies

2
2 plus 1 per
second unit

3
2 plus 1 for second
unit

Complies

7,532 sq. ft.

7,482 sq. ft.

Complies

Complies

4,256 sq. ft. x 2/3 =
2,525.5 sq. ft.
2,787.16 sq. ft.

Complies

16,061 sq. ft.

13,880 sq. ft.

Complies

HEIGHT (ft.)

18 ft.

24 ft. Flat roof

SITE OF CONSTRUCTION

< 3:1

3:1 to 2.5:1

< 1,000 cubic
yards
FENCES/WALLS/HEDGES/GATES
6 ft.; lower 42 in.
Front Yard
view impermeable
Rear Yard
6 ft.
Side Yards
6 ft.
Retaining Walls
6 ft.
NON-EXEMPT GRADING

546 cubic yards
6 ft.; lower 42 in.
view impermeable
6 ft.
6 ft.
6 ft.

SPR No. 19102
SPR No. 19126
Complies
Complies
Complies
Complies
Complies

Grading (LIP Chapter 8)
As demonstrated in Table 3, the project includes 3,014 cubic yards of exempt removal and
recompaction, 821 cubic yards of exempt understructure grading proposed for the
basement and habitable structures, and 538 cubic yards of non-exempt grading for the
driveway, bocce ball court, and pool deck. If the 15 cubic yards of cut and 23 cubic yards
of fill that were likely needed to construct the sports court are included, the total amount
of non-exempt grading for the proposed project comes to 546 cubic yards.
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The project conforms to the grading requirements as set forth under LIP Section 8.3, which
ensures that new development minimizes the visual and resource impacts of grading and
landform alteration by restricting the amount of non-exempt grading to a maximum of
1,000 cubic yards for a residential parcel.
Furthermore, the house is designed in accordance with LIP Section 8.3(E)(4), which
requires that building pads on sloping sites utilize split-level or stepped-pad designs to
notch development into hillsides where feasible.

Cut
Fill
Total
Import
Export

R&R*
1,507
1,507
3,014
0
0

Table 3 – LCP Grading Conformance
Exempt**
Understructure Safety*** Non-Exempt
639
0
47
182
0
491
821
0
538
0
0
444
457
0
0

Remedial
0
0
0
0
0

Total
2,193
2,180
4,373
444
457

All quantities listed in cubic yards unless otherwise noted
*R&R= Removal and Re-compaction
**Exempt grading includes all R&R, understructure, and safety grading.
***Safety grading is the incremental grading required for Fire Department access (such as turnouts, hammerheads,
and turnarounds, and any other increases in driveway width above 15 feet required by the LACFD).

Archaeological / Cultural Resources (LIP Chapter 11)
LIP Chapter 11 requires certain procedures to be followed to determine potential impacts
on archaeological resources. An Initial Evaluation performed in June 2002 by Barbie
Getchell states that no evidence of prehistoric occupation or use of the area was detected
during the current investigation, there appears to be a very low probability that buried
cultural resources exist on the property due to the previous grading work that has taken
place on the property, and that future development on the property will not have a direct
impact on any known or suspected cultural resources. Accordingly, staff determined that
no further study is required at this time and any proposed improvements within the project
area will have no adverse impact on known cultural resources.
Nevertheless, a condition of approval is included in the resolution which states that in the
event that potentially important cultural resources are found in the course of geologic
testing or during construction, work shall immediately cease until a qualified archaeologist
can provide an evaluation of the nature and significance of the resources, and until the
Planning Director can review this information.
Water Quality (LIP Chapter 17)
The City Public Works Department reviewed and approved the proposed project for
conformance to LIP Chapter 17 requirements for water quality protection. A standard
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condition of approval for this project requires that prior to the issuance of any development
permit, a Local Storm Water Pollution Prevention Plan incorporating construction-phase
Erosion and Sediment Control Plan and Best Management Practices must be approved
by the City Public Works Department. With the implementation of these conditions, the
proposed project conforms to the water quality protection standards of LIP Chapter 17.
Wastewater Treatment System Standards (LIP Chapter 18)
LIP Chapter 18 addresses OWTS standards. LIP Section 18.7 includes specific siting,
design, and performance requirements. The project includes an OWTS to serve the
proposed development, which has been reviewed by the City Environmental Health
Administrator. The system details are included in the Environmental Health approved plot
plan in Attachment 3 and were found to meet the minimum requirements of the Malibu
Plumbing Code, the MMC, and the LCP. The proposed OWTS will meet all applicable
requirements and operating permits will be required. An operation and maintenance
contract and recorded covenant covering such must comply with City of Malibu
Environmental Health requirements. Conditions of approval have been included in this
resolution, which require continued operation, maintenance, and monitoring of onsite
facilities.
LIP Findings
A.

Coastal Development Permit (LIP Chapter 13)

LIP Section 13.9 requires that the following four findings be made for all CDPs.
Finding 1. That the project as described in the application and accompanying materials,
as modified by any conditions of approval, conforms with the certified City of Malibu Local
Coastal Program.
The project is located in the RR-2 residential zoning district, an area designated for
residential uses. The project replaces a residence and accessory development that were
destroyed in the Woolsey Fire. The project has been reviewed for conformance with the
LCP by the Planning Department, City Biologist, City Environmental Health Administrator,
City geotechnical staff, LACFD, City Public Works Department, and WD29. As discussed
herein, based on submitted reports, project plans, visual analysis and site investigation,
the proposed project, as conditioned, conforms to the LCP in that it meets all applicable
residential development standards, inclusive of the requested SPRs and MM.
Finding 2. If the project is located between the first public road and the sea, that the project
is in conformity to the public access and recreation policies of Chapter 3 of the Coastal
Act of 1976 (commencing with Sections 30200 of the Public Resources Code).
The subject parcel is not located between the first public road and the sea. The project
site is located inland and not located along the shoreline. Therefore, this finding does not
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apply. Nevertheless, there are no trails on the subject property, and it is not visible from
any existing improved trails. Furthermore, the subject parcel does not support coastal
recreational uses whether directly or indirectly. Therefore, no potential project-related or
cumulative impact on public access and/or recreation is anticipated to result from the
proposed project. As such, the proposed project conforms to the public access and
recreation policies in Chapter 3 of the Coastal Act of 1976 (commencing with Sections
30200 of the Public Resources Code).
Finding 3. The project is the least environmentally damaging alternative.
The following alternatives to the project were considered to determine the least
environmentally damaging feasible alternative:
Alternative Project - The proposed single-family residential structure could be relocated
elsewhere on the subject parcel; however, greater site disturbance would result from the
need to create new fire access, building pad, and pool development areas. This is not the
least environmentally damaging alternative.
An alternative design was explored in which the house was designed to be stacked on the
upper flat portion of the pad with a basement, rather than stepped down to follow the
existing topography of the site. This design was rejected, however, because it results in a
residence with a maximum height of 28 feet, which is higher than the previously existing
residence and would visually appear more massive when viewed from the street. The
proposed design is shorter in height than the previously existing residence. In addition, as
described above, a stepped design is required by LIP Section 8.3(E)(4).
A smaller project could be proposed on the project site; however, the project complies with
the maximum allowable TDSF, impermeable coverage, setbacks, grading and height
requirements of the LCP with the inclusion of the SPRs, and MM. The requested SPRs
and MM will allow the replacement structure to be situated in a way similar to the previous
home. Even with the SPR for height, the proposed replacement structure will be lower in
height than the previous residence. The development does not disturb any public or private
protected views. As such, it is not anticipated that a smaller or relocated project would be
a substantially environmentally superior alternative. Therefore, the proposed project, as
designed, is the least environmentally damaging alternative.
Proposed Project - The proposed project consists of the construction of a new singlefamily residence, which is a permitted use within the RR-2 zoning designation, in an
existing residentially developed area. The project complies with the size, height and
location requirements of the LCP, inclusive of the discretionary requests. The proposed
residence has been sited and designed to limit disturbance of the property. As such, it is
not anticipated that a smaller or relocated residence would be an environmentally superior
alternative. The selected location has been reviewed and conditionally approved by the
City Biologist, City Environmental Health Administrator, City geotechnical staff, City Public
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Works Department, and the LACFD, and meets the City’s residential development policies
of the LCP and MMC.
Finding 4. If the project is located in or adjacent to an environmentally sensitive habitat
area pursuant to Chapter 4 of the Malibu LIP (ESHA Overlay), that the project conforms
with the recommendations of the Environmental Review Board, or if it does not conform
with the recommendations, findings explaining why it is not feasible to take the
recommended action.
The subject property is not in a designated ESHA or ESHA buffer, as shown on the LCP
ESHA and Marine Resources Map. Therefore, Environmental Review Board review was
not required, and this finding does not apply.
B.
Site Plan Review for Construction in Excess of 18 Feet in Height (LIP Section
13.27)
Pursuant to LIP Section 13.27.1, a site plan review is required to allow the construction
over 18 feet in height, up to a maximum height of 24 feet for a flat roof (24 feet proposed).
LIP Section 13.27.5(A) requires that the City make four findings in the consideration and
approval of a site plan review. Two additional findings are required pursuant to MMC
Section 17.62.040(D). Based on the foregoing evidence contained within the record, the
required findings for SPR No. 19-102 are made as follows:
Finding 1. The project is consistent with policies and provisions of the Malibu LCP.
As described in this report, with the inclusion of the site plan review, the proposed project,
as designed and conditioned, conforms to all applicable LCP policies and provisions.
Finding 2. The project does not adversely affect neighborhood character.
The Malibu Park neighborhood where the project is located is diverse in terms of lot sizes
and configurations as some larger lots were further subdivided while others were not.
Home sizes also vary. The neighborhood was greatly affected by the 2018 Woolsey Fire.
The majority of the development in the surrounding area was destroyed. To date, 13 of
the 26 properties within 500 feet of the subject property that burned are currently taking
part in the City’s reconstruction efforts (see Attachment 7 for radius map). Based on the
rebuild applications that have been submitted so far, neighbors of the project site are
proposing to reconstruct the surrounding two-story homes that were destroyed. One of the
surrounding neighbors has also applied for an SPR to increase the height of the
replacement home beyond the previous height of 18 feet. However, given the extent of
the rebuilding activity, the character of the neighborhood would be expected to evolve over
time. Before the fire, the newer homes were being built larger than the older original
homes.
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Story poles were placed on the subject parcel to demonstrate the project's potential for
aesthetic changes to the neighborhood, relative to siting, height, and bulk. On February
28, 2019, staff visited the site to inspect the story poles after installation (Attachment 3).
The project's location on the site, height and bulk is similar to neighboring development as
it exists, or as it previously existed before the fire based on satellite imagery taken on
August 12, 2018.
The previously existing residence on the site was 25.5 feet tall with a pitched roof and was
located 20 feet from the street. The new residence design minimizes potential visual
impacts from neighboring properties with a slightly larger front yard setback of 32.39 feet
and by following the land as it slopes downward in elevation and incorporating
landscaping. This design will result in a residence that appears to be only one story when
viewed from the street, as the portions of the structure over 18 feet step down from north
to south. The garage portion of the residence and second unit are both under 18 feet in
height. The residence also sits significantly lower than the road, which is approximately
ten feet higher than the existing building pad, further reducing the ability to view the
proposed replacement structure from the street. The proposed residence will be 7.5 feet
shorter than the previously existing residence on that facade.
Based on LA County Tax Assessor data, publicly available real estate websites, and
satellite imagery of the neighborhood submitted by the applicant (Attachment 6), the
proposed residence falls within the range of sizes of the existing and previously existing
residences, many of which are or were multi-story. In particular, the adjacent properties to
the east and north are most similar in terms of size, and in terms of the ratio of home size
to lot size, as seen in Attachment 6. The project is compatible with the diverse range of
sizes and configurations of development in the neighborhood.
The proposed replacement structure complies with the size, height, location, grading and
residential development standards of the LCP and MMC, consistent with the RR-2 zoning
designation. The project is designed to minimize visual impacts to adjacent properties. In
addition, there has historically been mature landscaping on the adjacent properties which
will likely be re-planted or grow back, and new landscaping is proposed onsite, which will
significantly block views of the proposed development. There is no evidence of an adverse
impact to neighborhood character.
Finding 3. The project provides maximum feasible protection to significant public views as
required by Chapter 6 of the Malibu LIP.
There are no significant public views visible from any existing scenic areas on or near the
property which could be impacted by the applicant’s project. Properties north of the subject
property have views of the ocean which would remain unobstructed due to their higher
elevation. The subject parcel is not adjacent to public scenic areas or roads and is
surrounded by existing and proposed development and landscaping. The project, as
proposed and conditioned, is not expected to have impacts on scenic vistas and provides
the maximum feasible protection to significant public views as required by LIP Chapter 6.
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Finding 4. The proposed project complies with all applicable requirements of State and
local law.
The proposed project will comply with all applicable requirements of State and local law
and is conditioned to comply with any relevant approvals, permits and licenses from the
City of Malibu and other related agencies.
Finding 5. The project is consistent with the City's General Plan and LCP.
The proposed project is consistent with the LCP in that the property is located in an area
that has been identified and zoned for residential use. The proposed project is also
consistent with the City’s General Plan and LCP in that it has been designed sensitively
for the sloping site. The goals and policies of the General Plan acknowledge the diverse
nature of the Malibu Park area and the development standards are intended to maintain
rural residential character in this area. All components of the project are consistent with
these goals. The proposed project is consistent with the LCP in that it conforms to the
residential land use designation and all applicable development standards.
Finding 6. The portion of the project that is in excess of 18 feet in height does not obstruct
visually impressive scenes of the Pacific Ocean, off-shore islands, Santa Monica
Mountains, canyons, valleys or ravines from the main viewing area of any affected
principal residence as defined in MMC Section 17.40. 040(A)(17).
The proposed replacement structure will be lower in height than the previously existing
residence that was destroyed. The new design will result in development that has a singlestory appearance from the street rather than a two-story appearance as the previous
residence had. A Notice of Application was mailed to all property owners and occupants
within a 500-foot radius and staff did not receive any comments regarding view obstruction
or primary view concerns. The proposed building site is further away from Cuthbert Road
than the previous residence, and is lower in elevation than the neighboring properties to
the north, so no protected bluewater or beach views, or mountain views would be blocked.
Based on the visual impact analysis (aerial photographs, site visits and story pole
placement), it was determined that the proposed project will not obstruct visually
impressive scenes of the Pacific Ocean, off-shore islands, Santa Monica Mountains,
canyons, valleys, or ravines from the main viewing area of any affected principal residence
as defined in MMC Section 17.40.040(A)(17).
C.
Site Plan Review for Construction on Slopes Between 3 to 1 and 2.5 to 1 (LIP
Section 13.27.5)
A site plan review is requested for the construction of the proposed single-family residence
and associated development on slopes between 3 to 1 and 2.5 to 1 pursuant to LIP Section
3.6(J). Per the geotechnical report submitted on December 6, 2019, the entire
development area has been previously graded and has been altered with artificial fill. As
such the affected slopes are manufactured slopes and not natural. LIP Section 13.27.5(A)
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requires that the City make four findings in consideration and approval of a site plan
review. Based on the foregoing evidence contained in the record, the required findings for
SPR No. 19-126 are made as follows.
Finding 1. The project is consistent with policies and provisions of the Malibu LCP.
As discussed herein, the proposed project, as designed and conditioned, is consistent with
the LCP with the inclusion of discretionary requests.
Finding 2. The project does not adversely affect neighborhood character.
In order to take advantage of the existing building pad and driveway alignment, while
complying with the requested reduced front yard setback, and to avoid disrupting existing
development such as the pool, the lower level of the main residence and some pool
hardscaping is proposed to be constructed on a short slope between 3 to 1 and 2.5 to 1.
This short slope connects two flatter areas and runs roughly east to west through the
property. Per the geotechnical report submitted on December 6, 2019, the entire
development area has been previously graded and has been altered with artificial fill.
The neighborhood, which is characterized by generally sloping from north to south from
the Santa Monica Mountains towards the ocean, consists mainly of properties with varied
topography on each lot and a graded building pad as high on the property as possible, to
maximize ocean views. The project is compatible with other development in the adjacent
area in that the neighborhood is or has historically been residentially developed with single
and two-story residences in the located on similar locations on the lot. Residences to the
east and north are also similarly designed to follow or step down the natural or
manufactured topography and existing slopes. As such, the proposed project siting does
not adversely affect neighborhood character.
No public correspondence regarding construction on slopes has been submitted in
response to the proposed project. Based on the surrounding topography, project design,
and existing development, the proposed project is expected to blend with the surrounding
built environment and is not expected to have an adverse effect on neighborhood
character.
Finding 3. The project provides maximum feasible protection to significant public views as
required by Chapter 6 of the Malibu LIP.
As discussed in Section B, Finding 3, above, there are no significant public views visible
from any existing scenic areas on or near the property which could be impacted by the
applicant's project.
Based on site visits to the property, evaluation of project plans, exhibits, and photographs,
the project, as proposed and conditioned, the project is not expected to have impacts on
scenic vistas and provides the maximum feasible protection to significant public views as
required by LIP Chapter 6.
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Finding 4. The proposed project complies with all applicable requirements of state and
local law.
The proposed project will comply with all applicable requirements of State and local law
and is conditioned to comply with any relevant approvals, permits and licenses from the
City of Malibu and other related agencies.
D.

Minor Modification for a reduced front yard setback (LIP Section 13.27)

LIP Section 13.27 requires that the City make three findings in consideration and approval
of a minor modification to reduce the required front yard setback up to 50 percent. The
project proposes a 50 percent reduction in the required front yard setback to allow for a
32.5-foot setback where 65 feet is required. APR No. 08-083, which approved an addition
to the previously existing residence in 2009 included SPR No. 09-005 for a 26 percent
reduction of the required front yard setback. The setbacks calculated and approved under
APR No. 08-083 were under-calculated according to the methods currently used to
determine setbacks, in that the setback was measured from the edge of the existing road
rather than the edge of the public road easement (which is wider than 20 feet). If calculated
using the current methods, SPR No. 09-005, requested under APR No. 08-083, would
have been for a fifty percent reduction of the required front yard setback, the same as MM
No. 19-014, which is requested under this subject application. Based on evidence in the
record, the findings in support of MM No. 19-014 are made herein.
Finding 1. The project is consistent with the policies of the Malibu LCP.
As previously stated in Section A Finding 1, the project has been reviewed and analyzed
for conformance with the LCP. The project is consistent with the policies and provisions of
the LCP and MMC.
Finding 2. The project does not adversely affect neighborhood character.
The proposed project will be setback the same distance from the front property line as the
previously existing residence and is designed to maintain a one-story appearance when
viewed from Cuthbert Road. Previously, the home had a two-story appearance from
Cuthbert Road. The project is compatible with other development in the adjacent area in
that adjacent properties along the south side of Cuthbert Road are or have historically
been setback a similar distance from the road. As mentioned above, the building pads in
the area surrounding the subject property are generally sited at the highest possible
elevation in order to maximize views. The adjacent neighbor to the east (30112 Cuthbert
Road) has an approximately 28-foot front yard setback, and the adjacent neighbor to the
west (30164 Cuthbert Road) is setback roughly 26-feet from the front property line.
Furthermore, the reduced front yard setback allows the development to minimize landform
alteration by taking advantage of the existing building pad. Therefore, the reduced setback
on the subject property will not adversely affect the neighborhood character.
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Finding 3. The proposed project complies with all applicable requirements of state and
local law.
The City Biologist, City geotechnical staff, City Environmental Health Administrator, City
Public Works Department, and LACFD reviewed the proposed project and determined it
was in conformance with State and local requirements. Therefore, the proposed project
complies with all applicable requirements of State and local law.
E.

Environmentally Sensitive Habitat Area Overlay (LIP Chapter 4)

As determined by the City Biologist, the LCP ESHA and Marine Resources Map, the
subject parcel does not contain ESHA. Therefore, the findings of LIP Section 4.7.6 are not
applicable.
F.

Native Tree Protection (LIP Chapter 5)

There are no native trees on or adjacent to the subject parcel. Therefore, the findings of
LIP Chapter 5 are not applicable.
G.

Scenic, Visual and Hillside Resource Protection (LIP Chapter 6)

The Scenic, Visual, and Hillside Resource Protection Chapter governs those CDP
applications concerning any parcel of land that is located along, within, provides views to,
or is visible from any scenic area, scenic road or public viewing area. As discussed
previously, the proposed development does not appear to be visible any scenic area, road,
or public viewing area, including from the nearest planned but unimproved trail, the Zuma
Ridge Trail, located approximately 275 feet away at its nearest point. Therefore, the
findings LIP Chapter 6 are not applicable.
H.

Transfer of Development Credit (LIP Chapter 7)

According to LIP Section 7.2, transfer of development credits only applies to land divisions
and multi-family development in specified zones. The proposed project does not include
a land division or multi-family development. Therefore, LIP Chapter 7 does not apply.
I.

Hazards (LIP Chapter 9)

Pursuant to LIP Section 9.3, written findings of fact, analysis and conclusions addressing
geologic, flood and fire hazards, structural integrity or other potential hazards listed in LIP
Sections 9.2(A)(1-7) must be included in support of all approvals, denials or conditional
approvals of development located on a site or in an area where it is determined that the
proposed project causes the potential to create adverse impacts upon site stability or
structural integrity.
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The proposed development has been analyzed for the hazards listed in LIP Chapter 9 by
the Planning Department, City Biologist, City Environmental Health Administrator, City
Public Works Department, City geotechnical staff, LACFD, and WD29. The required
findings are made as follows:
Finding 1. The project, as proposed will neither be subject to nor increase instability of the
site or structural integrity from geologic, flood, or fire hazards due to project design,
location on the site or other reasons.
The applicant submitted geotechnical and soils engineering reports prepared on
September 9, 2019, October 4, 2019, and December 6, 2019 by GeoConcepts; a report
prepared by Ensitu Engineering, Inc. on October 7, 2019; and submitted plans. These
reports are on file at City Hall or available online at MalibuCity.org/OnBase. The reports
evaluate site-specific conditions and recommendations are provided to address any
pertinent issues.
Based on review of the project plans and associated geotechnical reports by City
geotechnical staff, LACFD, City Public Works Department, and the City Environmental
Health Administrator, these specialists determined that adverse impacts to the project site
related to the proposed development are not expected. It has been determined that the
project is not located in a hazard zone, except that the project site is located within an
extreme fire hazard area and earthquake-induced landslide zone.
Fire Hazard
The entire City of Malibu is designated as a Very High Fire Hazard Severity Zone, a zone
defined by a more destructive behavior of fire and a greater probability of flames and
embers threatening buildings. The scope of work proposed as part of this application is
not expected to have an impact on wildfire hazards. The property is currently subject to
wildfire, however, redevelopment of a residence on the subject property will not increase
the site’s susceptibility to wildfire. Nonetheless, the applicant will be required to record a
deed restriction acknowledging and assuming the hazard risk of fires at the site. The deed
restriction shall indemnify and hold the City and City staff harmless against any liability of
the permitted project as the entire parcel is in a high-risk wildfire zone area.
Earthquake-Induced Landslide Hazard
The geotechnical report submitted in 2019 states that a very small portion of the northeast
corner of the subject property is located within an earthquake-induced landslide hazard
zone on the state of California Seismic Hazard Map. However, neither ancient nor recent
landslides were observed on the property, and based on the stability analysis conducted,
no risk of earthquake-induced landslide hazard is low. As such, the proposed development
is suitable for the intended use provided that the certified engineering geologist and/or
geotechnical engineer’s recommendations and governing agency’s building codes are
followed.
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Finding 2. The project, as conditioned, will not have significant adverse impacts on site
stability or structural integrity from geologic, flood or fire hazards due to required project
modifications, landscaping or other conditions.
As stated in Finding 1, the proposed project, as designed, conditioned and approved by
the applicable departments and agencies, will not have any significant adverse impacts
on the site stability or structural integrity from geologic or flood hazards due to project
modifications, landscaping or other conditions.
Finding 3. The project, as proposed or as conditioned, is the least environmentally
damaging alternative.
As previously stated in Section A, the proposed project, as designed and conditioned, is
the least environmentally damaging alternative. The proposed residence will take
advantage of the previously disturbed building pad to minimize site disturbance.
Finding 4. There are no alternatives to development that would avoid or substantially
lessen impacts on site stability or structural integrity.
The proposed development has been analyzed for the hazards listed in LIP Chapter 9 by
the City Environmental Health Administrator, City geotechnical staff, City Public Works
Department and LACFD. These specialists and agency determined that the proposed
project does not impact site stability or structural integrity. As such, there are no feasible
alternatives to the proposed development that would avoid or substantially lessen impacts
on site stability or structural integrity.
Finding 5. Development in a specific location on the site may have adverse impacts but
will eliminate, minimize or otherwise contribute to conformance to sensitive resource
protection policies contained in the certified Malibu LCP.
As previously discussed in Section A, the proposed project, as designed and conditioned,
will not have adverse impacts on sensitive resources.
J.

Shoreline and Bluff Development (LIP Chapter 10)

LIP Chapter 10 applies to land that is located on or along the shoreline, a coastal bluff or
bluff top fronting the shoreline. The project site is not located on or along the shoreline, a
coastal bluff or bluff top fronting the shoreline. Therefore, LIP Chapter 10 does not apply.
K.

Public Access (LIP Chapter 12)

LIP Section 12.4 requires public access for lateral, bluff-top, and vertical access near the
ocean, trails, and recreational access for the following cases:
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A. New development on any parcel or location specifically identified in the Land Use
Plan or in the LCP zoning districts as appropriate for or containing a historically used
or suitable public access trail or pathway.
B. New development between the nearest public roadway and the sea.
C. New development on any site where there is substantial evidence of a public right
of access to or along the sea or public tidelands, a blufftop trail or an inland trail
acquired through use or a public right of access through legislative authorization.
D. New development on any site where a trail, bluff top access or other recreational
access is necessary to mitigate impacts of the development on public access where
there is no feasible, less environmentally damaging, project alternative that would
avoid impacts to public access.
As described herein, the subject property and the proposed project do not meet any of
these criteria in that no trails are identified on the LCP Park Lands Map on or adjacent to
the property, and the property is not located between the first public road and the sea, or
on a bluff, and the project does not adversely impact existing public access. The
requirement for public access of LIP Section 12.4 does not apply and further findings are
not required.
L.

Land Division (LIP Chapter 15)

This project does not include a land division. Therefore, the findings of LIP Chapter 15
are not applicable.
ENVIRONMENTAL REVIEW: Pursuant to the authority and criteria contained CEQA, the
Planning Department has analyzed the proposed project. The Planning Department found
that this project is listed among the classes of projects that have been determined not to
have a significant adverse effect on the environment. Therefore, the project is categorically
exempt from the provisions of CEQA pursuant to Sections 15303(a) and (e) - New
Construction and 15304(b) - Minor Alterations to Land. The Planning Department has
further determined that none of the six exceptions to the use of a categorical exemption
apply to this project (CEQA Guidelines Section 15300.2).
CORRESPONDENCE: Staff has not received public correspondence regarding this
project.
PUBLIC NOTICE: On March 12, 2020, staff published a Notice of Public Hearing in a
newspaper of general circulation within the City of Malibu and mailed the notice to all
property owners and occupants within a 500-foot radius of the subject property
(Attachment 8).
SUMMARY: The required findings can be made that the project complies with the LCP
and MMC. Further, the Planning Department’s findings of fact are supported by substantial
evidence in the record. Based on the analysis contained in this report and the
accompanying resolution, staff recommends approval of this project, subject to the
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conditions of approval contained in Section 5 (Conditions of Approval) of Planning
Commission Resolution No. 20-37. The project has been reviewed and conditionally
approved for conformance with the LCP by Planning Department staff and appropriate
City and County departments.
ATTACHMENTS:
1.
2.
3.
4.
5.
6.
7.
8.

Planning Commission Resolution No. 20-37
Project Plans
Department Review Sheets
Story Pole Photographs
Project Renderings
Habitable Area of Surrounding Residences Table and Exhibits
Radius Map
Public Hearing Notice
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CITY OF MALIBU PLANNING COMMISSION
RESOLUTION NO. 20-37
A RESOLUTION OF THE PLANNING COMMISSION OF THE CITY OF
MALIBU, DETERMINING THE PROJECT IS CATEGORICALLY EXEMPT
FROM THE CALIFORNIA ENVIRONMENTAL QUALITY ACT, AND
APPROVING COASTAL DEVELOPMENT PERMIT – WOOLSEY FIRE NO. 19004 TO ALLOW FOR THE CONSTRUCTION OF A NEW 5,932 SQUARE-FOOT,
24 FOOT TALL, TWO-STORY SINGLE-FAMILY RESIDENCE AND
ASSOCIATED DEVELOPMENT INCLUDING A 832 SQUARE-FOOT
ATTACHED GARAGE, 718 DETACHED SQUARE-FOOT SECOND UNIT,
AFTER-THE-FACT HARDSCAPING AND SPORT COURT WITH FENCING,
LANDSCAPE, NEW HARDSCAPE, AND RETAINING WALLS; GRADING;
AND INSTALLATION OF A NEW ONSITE WASTEWATER TREATMENT
SYSTEM, INCLUDING SITE PLAN REVIEW NO. 19-102 FOR
CONSTRUCTION OF THE RESIDENCE OVER 18 FEET IN HEIGHT, SPR NO.
19-126 FOR CONSTRUCTION ON SLOPES BETWEEN 3 TO 1 AND 2.5 TO 1,
AND MINOR MODIFICATION NO. 19-014 FOR A 50 PERCENT REDUCTION
OF THE FRONT YARD SETBACK TO REPLACE A HOME DESTROYED IN
THE 2018 WOOLSEY FIRE, LOCATED IN THE RURAL RESIDENTIAL–TWO
ACRE ZONING DISTRICT AT 30130 CUTHBERT ROAD (THE GRAULICH
FAMILY TRUST)
The Planning Commission of the City of Malibu does hereby find, order and resolve as follows:
SECTION 1. Recitals.
A.
On October 15, 2019, an application for Coastal Development Permit – Woolsey Fire
(CDPWF) No. 19-004 and Site Plan Review (SPR) Nos. 19-102 and 19-126, and Minor
Modification (MM) No. 19-014 was submitted to the Planning Department by applicant, Wertheimer
Architects on behalf of the property owner, The Graulich Family Trust. The application was routed
to the City Biologist, City Environmental Health Administrator, City Public Works Department, City
geotechnical staff, Los Angeles County Waterworks District No. 29 (WD29), and the Los Angeles
County Fire Department (LACFD) for review.
B.
On February 5, 2020, Planning Department staff conducted a site visit to document
site conditions, the property and surrounding area, and a Notice of Coastal Development Permit
Application was posted on the subject property.
C.
On February 25, 2020, a Notice of Planning Commission Public Hearing was
published in a newspaper of general circulation within the City of Malibu and was mailed to all
property owners and occupants within a 500-foot radius of the subject property.
D.
On February 25, 2020, the Planning Director approved ACDPWF No. 19-004. The
ACDP was reported to the Planning Commission at its March 2, 2020, Regular Planning
Commission meeting. The Planning Commission voted for the item to be brought back for full
public hearing as a regular Coastal Development Permit (CDP).
E.
On March 12, 2020, a Notice of Planning Commission Public Hearing was published
in a newspaper of general circulation within the City of Malibu and was mailed to all property
owners and occupants within a 500-foot radius of the subject property.
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F.
On April 6, 2020, the Planning Commission held a duly noticed public hearing on the
subject application, reviewed and considered the staff report, reviewed and considered written
reports, public testimony, and other information in the record.
SECTION 2.

Environmental Review.

Pursuant to the authority and criteria contained in California Environmental Quality Act (CEQA),
the Planning Commission has analyzed the proposed project. The Planning Commission found that
this project is listed among the classes of projects that have been determined not to have a significant
adverse effect on the environment. Therefore, the project is categorically exempt from the
provisions of CEQA pursuant to Sections 15303(a) and (e) - New Construction and 15304(b) Minor Alterations to Land. The Planning Commission has further determined that none of the six
exceptions to the use of a categorical exemption apply to this project (CEQA Guidelines Section
15300.2).
SECTION 3. Coastal Development Permit Findings.
Based on substantial evidence contained within the record and pursuant to LIP including Sections
13.7(B) and 13.9, the Planning Commission adopts the analysis in the agenda report, incorporated
herein, the findings of fact below, and approves Coastal Development Permit – Woolsey Fire
(CDPWF) No. 19-004 to allow for the construction of a new 5,932 square-foot, 24 foot tall, twostory single-family residence and associated development including an 832 square-foot attached
garage, 718 detached square-foot second unit, after-the-fact hardscaping and sport court with
fencing, landscape, hardscape, and retaining walls; grading; and installation of a new onsite
wastewater treatment system (OWTS), including SPR No. 19-102 for construction of the residence
over 18 feet in height, SPR No. 19-126 for construction on slopes between 3 to 1 and 2.5 to 1, and
MM No. 19-014 for a 50 percent reduction of the front yard setback to replace a home destroyed in
the 2018 Woolsey Fire, located in the Rural Residential–Two Acre (RR-2) zoning district at 30130
Cuthbert Road (The Graulich Family Trust).
The project is consistent with the Local Coastal Program’s (LCP) zoning, grading, cultural
resources, water quality, and wastewater treatment system standards requirements. With the
inclusion of the proposed variances, the project, as conditioned, has been determined to be consistent
with all applicable LCP codes, standards, goals, and policies. The required findings are made herein.
A.

General Coastal Development Permit (LIP Chapter 13)

1.
The project is located in the RR-2 residential zoning district, an area designated for
residential uses. The project replaces a residence and accessory development that were destroyed in
the Woolsey Fire. The project has been reviewed for conformance with the LCP by the Planning
Department, City Biologist, City Environmental Health Administrator, City geotechnical staff,
LACFD, City Public Works Department, and WD29. As discussed herein, based on submitted
reports, project plans, visual analysis and site investigation, the proposed project, as conditioned,
conforms to the LCP and Malibu Municipal Code (MMC) in that it meets all applicable residential
development standards, inclusive of the requested SPRs and MM.
2.
Evidence in the record demonstrates that alternative siting and configuration of the
project do not result in an environmentally superior alternative as greater site disturbance and visual
impacts would result. As conditioned, the project will not result in adverse biological or visual
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impacts and has been designed to minimize grading. There is no evidence that an alternative project
would substantially lessen any potential significant adverse impacts of the development on the
environment.
B.

Site Plan Review for Construction in Excess of 18 Feet in Height (LIP Section 13.27)

1.
With the inclusion of the site plan review, as described in Finding A1, the proposed
project, as designed and conditioned, conforms to all applicable LCP policies and provisions.
2.
The Malibu Park neighborhood where the project is located is diverse in terms of lot
sizes and configurations as some larger lots were further subdivided while others were not. Home
sizes also vary. The neighborhood was greatly affected by the 2018 Woolsey Fire. The majority of
the development in the surrounding area was destroyed. To date, 13 of the 26 properties within 500
feet of the subject property that burned are currently taking part in the City’s reconstruction efforts.
Based on the rebuild applications that have been submitted so far, neighbors of the project site are
proposing to reconstruct the surrounding two-story homes that were destroyed. One of the
surrounding neighbors has also applied for an SPR to increase the height of the replacement home
beyond the previous height of 18 feet. However, given the extent of the rebuilding activity, the
character of the neighborhood would be expected to evolve over time. Before the fire, the newer
homes were being built larger than the older original homes.
Story poles were placed on the subject parcel to demonstrate the project's potential for
aesthetic changes to the neighborhood, relative to siting, height, and bulk. On February 28, 2019,
staff visited the site to inspect the story poles after installation. The project's location on the site,
height and bulk is similar to neighboring development as it exists, or as it previously existed before
the fire based on satellite imagery taken on August 12, 2018.
The previously existing residence on the site was 25.5 feet tall with a pitched roof and was
located 20 feet from the street. The new residence design minimizes potential visual impacts from
neighboring properties with a slightly larger front yard setback of 32.5 feet and by following the land
as it slopes downward in elevation and incorporating landscaping. This design will result in a
residence that appears to be only one story when viewed from the street, as the portions of the
structure over 18 feet step down from north to south. The garage and second unit are both under 18
feet in height. The residence also sits significantly lower than the road, which is approximately ten
feet higher than the existing building pad, further reducing the ability to view the proposed
replacement structure from the street. The proposed residence will be 7.5 feet shorter than the
previously existing residence on that facade.
Based on LA County Tax Assessor data, publicly available real estate websites, and satellite
imagery of the neighborhood submitted by the applicant, the proposed residence falls within the
range of sizes of the existing and previously existing residences, many of which are or were multistory. In particular, the adjacent properties to the east and north are most similar in terms of size, and
in terms of the ratio of home size to lot size. The project is compatible with the diverse range of sizes
and configurations of development in the neighborhood.
The proposed replacement structure complies with the size, height, location, grading and
residential development standards of the LCP and MMC, consistent with the RR-2 zoning
designation. The project is designed to minimize visual impacts to adjacent properties. In addition,
there has historically been mature landscaping on the adjacent properties which will likely be re-
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planted or grow back, and new landscaping is proposed onsite, which will significantly block views
of the proposed development. There is no evidence of an adverse impact to neighborhood character.
3.
There are no significant public views visible from any existing scenic areas on or near
the property which could be impacted by the applicant’s project. Properties north of the subject
property have views of the ocean which would remain unobstructed due to their higher elevation.
The subject parcel is not adjacent to public scenic areas or roads and is surrounded by existing and
proposed development and landscaping. Based on site visits to the property, evaluation of project
plans, exhibits, and photographs, the project, as proposed and conditioned, is not expected to have
impacts on scenic vistas and provides the maximum feasible protection to significant public views as
required by LIP Chapter 6.
4.
The proposed project will comply with all applicable requirements of State and local
law and is conditioned to comply with any relevant approvals, permits and licenses from the City of
Malibu and other related agencies.
5.
The proposed project is consistent with the LCP in that the property is located in an
area that has been identified and zoned for residential use. The proposed project is also consistent
with the City’s General Plan and LCP in that it has been designed sensitively for the sloping site.
The goals and policies of the General Plan acknowledge the diverse nature of the Malibu Park area
and the development standards are intended to maintain rural residential character in this area. All
components of the project are consistent with these goals. The proposed project is consistent with
the LCP in that it conforms to the residential land use designation and all applicable development
standards.
6.
The proposed replacement structure will be lower in height than the previously
existing residence that was destroyed. The new design will result in development that has a singlestory appearance from the street rather than a two-story appearance which the previous residence
had. A Notice of Application was mailed to all property owners and occupants within a 500-foot
radius and staff did not receive any comments regarding view obstruction or primary view concerns.
The proposed development is infill residential development that is consistent with development
located on neighboring properties. The proposed building site is further away from Cuthbert Road
than the previous residence, and is lower in elevation than the neighboring properties to the north, so
no protected bluewater or beach views, or mountain views would be blocked. Based on the visual
impact analysis (aerial photographs, site visits and story pole placement), it was determined that the
proposed project will not obstruct visually impressive scenes of the Pacific Ocean, off-shore islands,
Santa Monica Mountains, canyons, valleys, or ravines from the main viewing area of any affected
principal residence as defined in MMC Section 17.40.040(A)(17).
C.
Site Plan Review for Construction on Slopes Between 3 to 1 and 2.5 to 1 (LIP Section
13.27.5)
1.
With the inclusion of the site plan review, as described in Finding A1, the proposed
project, as designed and conditioned, conforms to all applicable LCP policies and provisions.
2.
In order to take advantage of the existing building pad and driveway alignment, while
complying with the requested reduced front yard setback, and to avoid disrupting existing
development, the lower level of the main residence and some pool hardscaping is proposed to be
constructed on a short slope between 3 to 1 and 2.5 to 1. This short slope connects two flatter areas
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and runs roughly east to west through the property. Per the geotechnical report submitted on
December 6, 2019, the entire development area has been previously graded and has been altered
with artificial fill.
The neighborhood, which is characterized by generally sloping from north to south from the Santa
Monica Mountains towards the ocean, consists mainly of properties with varied topography on each
lot and a graded building pad as high on the property as possible, to maximize ocean views. The
project is compatible with other development in the adjacent area in that the neighborhood is or has
historically been residentially developed with single and two-story residences in the located on
similar locations on the lot and with similar orientation to maximize views toward the Pacific Ocean.
Residences to the east and north are also similarly designed to follow or step down the natural
topography and existing slopes. As such, the proposed project siting does not adversely affect
neighborhood character.
No public correspondence regarding construction on slopes has been submitted in response to the
proposed project. Based on the surrounding topography, project design, and existing development,
the proposed project is expected to blend with the surrounding built environment and is not expected
to have an adverse effect on neighborhood character.
3.
There are no significant public views visible from any existing scenic areas on or near
the property which could be impacted by the applicant’s project. Properties north of the subject
property have views of the ocean which would remain unobstructed due to their higher elevation. In
addition, the subject parcel is not adjacent to public scenic areas or roads. Based on site visits to the
property, evaluation of project plans, exhibits, and photographs, the project, as proposed and
conditioned, the project is not expected to have impacts on scenic vistas and provides the maximum
feasible protection to significant public views as required by LIP Chapter 6.
4.
The proposed project will comply with all applicable requirements of State and local
law and is conditioned to comply with any relevant approvals, permits and licenses from the City of
Malibu and other related agencies.
D.

Minor Modification for Reduction in Front Yard Setback (LIP Section 13.27.5)

1.
As previously stated in Section A Finding 1, the project has been reviewed and
analyzed for conformance with the LCP. The project is consistent with the policies and provisions of
the LCP and MMC.
2.
The proposed project will be setback the same distance from the front property line as
the previously existing residence and is designed to maintain a one-story appearance when viewed
from Cuthbert Road. Previously, the home had a two-story appearance from Cuthbert Road. The
project is compatible with other development in the adjacent area in that adjacent properties along
the south side of Cuthbert Road are or have historically been setback a similar distance from the
road. As mentioned above, the building pads in the area surrounding the subject property are
generally sited at the highest possible elevation in order to maximize views. The adjacent neighbor
to the east (30112 Cuthbert Road) has an approximately 28-foot front yard setback, and the adjacent
neighbor to the west (30164 Cuthbert Road) is setback roughly 26-feet from the front property line.
Furthermore, the reduced front yard setback allows the development to minimize landform alteration
by taking advantage of the existing building pad. Therefore, the reduced setback on the subject
property will not adversely affect the neighborhood character.

Resolution No 20-37
Page 6 of 17
______________________
3.
The City Biologist, City geotechnical staff, City Environmental Health Administrator,
City Public Works Department, and LACFD reviewed the proposed project and determined it was in
conformance with State and local requirements. Therefore, the proposed project complies with all
applicable requirements of State and local law.
E.

Hazards (LIP Chapter 9)

1.
The applicant submitted geotechnical and soils engineering reports prepared on
September 9, 2019, October 4, 2019, and December 6, 2019 by GeoConcepts; a report prepared by
Ensitu Engineering, Inc. on October 7, 2019; and submitted plans. These reports are on file at City
Hall or available online at MalibuCity.org/OnBase. The reports evaluate site-specific conditions and
recommendations are provided to address any pertinent issues. Based on review of the project plans
and associated geotechnical reports by City geotechnical staff, LACFD, City Public Works
Department, and the City Environmental Health Administrator, these specialists determined that
adverse impacts to the project site related to the proposed development are not expected. It has been
determined that the project is not located in a hazard zone, except that the project site is located
within an extreme fire hazard area and earthquake-induced landslide zone.
The entire City of Malibu is designated as a Very High Fire Hazard Severity Zone, a zone defined by
a more destructive behavior of fire and a greater probability of flames and embers threatening
buildings. The scope of work proposed as part of this application is not expected to have an impact
on wildfire hazards. The property is currently subject to wildfire, however, redevelopment of a
residence on the subject property will not increase the site’s susceptibility to wildfire. Nonetheless,
the applicant will be required to record a deed restriction acknowledging and assuming the hazard
risk of fires at the site. The deed restriction shall indemnify and hold the City and City staff harmless
against any liability of the permitted project as the entire parcel is in a high-risk wildfire zone area.
The geotechnical report submitted in 2019 states that a very small portion of the northeast corner of
the subject property is located within an earthquake-induced landslide hazard zone on the state of
California Seismic Hazard Map. However, neither ancient nor recent landslides were observed on
the property, and based on the stability analysis conducted, no risk of earthquake-induced landslide
hazard is low. As such, the proposed development is suitable for the intended use provided that the
certified engineering geologist and/or geotechnical engineer’s recommendations and governing
agency’s building codes are followed.
2.
As stated in Finding E1, the proposed project, as designed, conditioned and approved
by the applicable departments and agencies, will not have any significant adverse impacts on the site
stability or structural integrity from geologic or flood hazards due to project modifications,
landscaping or other conditions.
3.
As previously stated in Section A, the proposed project, as designed and conditioned,
is the least environmentally damaging alternative. The proposed residence will take advantage of
the previously disturbed building pad to minimize site disturbance.
4.
The proposed development has been analyzed for the hazards listed in LIP Chapter 9
by the City Environmental Health Administrator, City geotechnical staff, City Public Works
Department and LACFD. These specialists and agency determined that the proposed project does
not impact site stability or structural integrity. As such, there are no feasible alternatives to the
proposed development that would avoid or substantially lessen impacts on site stability or structural
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integrity.
5.
As previously discussed in Section A, the proposed project, as designed and
conditioned, will not have adverse impacts on sensitive resources.
SECTION 4. Planning Commission Action.
Based on the foregoing findings and evidence contained within the record, the Planning Commission
hereby approves CDPWF No. 19-004 and SPR Nos. 19-102 and 19-126, and MM No. 19-014,
subject to the following conditions.
SECTION 5. Conditions of Approval.
1.

The property owners, and their successors in interest, shall indemnify and defend the City of
Malibu and its officers, employees and agents from and against all liability and costs relating
to the City's actions concerning this project, including (without limitation) any award of
litigation expenses in favor of any person or entity who seeks to challenge the validity of any
of the City's actions or decisions in connection with this project. The City shall have the sole
right to choose its counsel and property owners shall reimburse the City’s expenses incurred
in its defense of any lawsuit challenging the City’s actions concerning this project.

2.

Approval of this application is to allow for the following:
1.
Construction of:
a. 5,932 square foot (sq. ft.), maximum 24-feet tall, two-story, single-family residence
with 832 sq. ft. garage;
b. 718 square foot, maximum 16-foot tall detached second unit;
c. 4,256 sq. ft. net new impermeable surface including concrete pool deck and patios,
and hardscaping;
d. Approval of a 1,646 sq. ft. sports court and six-foot-high chain-link sports court
fencing that was built without the benefit of permit;
e. Approximately 1,000 square foot area for 20 replacement ground-mounted solar
panels;
f. 585 square feet of permeable bocce ball court;
g. 4,112 square feet of permeable gravel;
h. New 3,114 sq. ft. driveway and motor court,
i. Six-foot-tall driveway gate (view permeable above 42 inches);
2.
546 cubic yards of non-exempt grading involving 444 cubic yards of import;
3.
Installation of a new OWTS including a 7,540-gallon septic tank; and
4.
Installation of landscaping with retaining walls not to exceed a maximum of six feet
at any point.
Discretionary Requests:
1.
2.
3.

SPR No. 19-102 to allow for construction up to 24 feet in height for a flat roof;
SPR No. 19-126 to allow for construction on slopes between 3 to 1 and 2.5 to 1; and
MM No. 19-014 to allow for a 50 percent reduction of the front yard setback from
the required 65 feet to 32.5 feet.
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3.

Subsequent submittals for this project shall be in substantial compliance with plans on-file
with the Planning Department, dated February 18, 2020. In the event the project plans
conflict with any condition of approval, the condition shall take precedence.

4.

Pursuant to LIP Section 13.18.2, this permit and rights conferred in this approval shall not be
effective until the property owner signs, notarizes, and returns the Acceptance of Conditions
Affidavit accepting the conditions set forth herein. The applicant shall file this form with the
Planning Department within 10 working days of this decision and/or prior to issuance of any
development permit.

5.

The applicant shall submit three (3) complete sets of plans to the Planning Department for
consistency review and approval prior to prior to plan check and again prior to the issuance
of any building or development permits.

6.

This resolution, signed Acceptance of Conditions Affidavit and all Department Review
Sheets attached to the April 6, 2020 Planning Commission agenda report for this project
shall be copied in their entirety and placed directly onto a separate plan sheet behind the
cover sheet of the development plans submitted to the City of Malibu Environmental
Sustainability Department for plan check.

7.

The CDP shall expire if the project has not commenced within three (3) years after issuance
of the permit, unless a time extension has been granted. Extension of the permit may be
granted by the approving authority for due cause. Extensions shall be requested in writing by
the applicant or authorized agent prior to expiration of the three-year period and shall set
forth the reasons for the request. In the event of an appeal, the CDP shall expire if the project
has not commenced within three years from the date the appeal is decided by the decisionmaking body or withdrawn by the appellant.

8.

Any questions of intent or interpretation of any condition of approval will be resolved by the
Planning Director upon written request of such interpretation.

9.

All development shall conform to requirements of the City of Malibu Environmental
Sustainability Department, City Biologist, City Environmental Health Administrator, City
geotechnical staff, City Public Works Department, Los Angeles County Waterworks District
No. 29 and LACFD, as applicable. Notwithstanding this review, all required permits shall be
secured.

10.

Minor changes to the approved plans or the conditions of approval may be approved by the
Planning Director, provided such changes achieve substantially the same results and the
project is still in compliance with the MMC and the LCP. An application with all required
materials and fees may be required.

11.

Pursuant to LIP Section 13.20, development pursuant to an approved CDP shall not
commence until the CDP is effective. The CDP is not effective until all appeals, including
those to the California Coastal Commission (CCC) if applicable, have been exhausted.

12.

The applicant must submit payment for any outstanding fees payable to the City prior to
issuance of any building or grading permit.
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Cultural Resources
13.

In the event that potentially important cultural resources are found in the course of geologic
testing or during construction, work shall immediately cease until a qualified archaeologist
can provide an evaluation of the nature and significance of the resources and until the
Planning Director can review this information. Thereafter, the procedures contained in LIP
Chapter 11 and those in MMC Section 17.54.040(D)(4)(b) shall be followed.

14.

If human bone is discovered during geologic testing or during construction, work shall
immediately cease, and the procedures described in Section 7050.5 of the California Health
and Safety Code shall be followed. Section 7050.5 requires notification of the coroner. If
the coroner determines that the remains are those of a Native American, the applicant shall
notify the Native American Heritage Commission by phone within 24 hours. Following
notification of the Native American Heritage Commission, the procedures described in
Section 5097.94 and Section 5097.98 of the California Public Resources Code shall be
followed.

Lighting
15.

Exterior lighting must comply with the Dark Sky Ordinance and shall be minimized,
shielded, or concealed and restricted to low intensity features, so that no light source is
directly visible from public view. Permitted lighting shall conform to the following
standards:
a. Lighting for walkways shall be limited to fixtures that do not exceed two feet in
height and are directed downward, and limited to 850 lumens (equivalent to a 60watt incandescent bulb);
b. Security lighting controlled by motion detectors may be attached to the residence
provided it is directed downward and is limited to 850 lumens;
c. Driveway lighting shall be limited to the minimum lighting necessary for safe
vehicular use. The lighting shall be limited to 850 lumens;
d. Lights at entrances as required by the Building Code shall be permitted provided that
such lighting does not exceed 850 lumens;
e. Site perimeter lighting shall be prohibited; and
f. Outdoor decorative lighting for aesthetic purposes is prohibited.

16.

Night lighting for sports courts or other private recreational facilities shall be prohibited.

17.

No permanently installed lighting shall blink, flash, or be of unusually high intensity or
brightness. Lighting levels on any nearby property from artificial light sources on the
subject property(ies) shall not produce an illumination level greater than one-foot candle.

18.

Night lighting from exterior and interior sources shall be minimized. All exterior lighting
shall be low intensity and shielded directed downward and inward so there is no offsite glare
or lighting of natural habitat areas. High intensity lighting of the shore is prohibited.

19.

String lights are allowed in occupied dining and entertainment areas only and must not
exceed 3,000 Kelvin.

20.

Motion sensor lights shall be programmed to extinguish ten minutes after activation.
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21.

Three violations of the conditions by the same property owner will result in a requirement to
permanently remove the outdoor light fixture(s) from the site.

Fencing and Walls
22.

The height of fences and walls shall comply with LIP Section 3.5.3(A). No retaining wall
shall exceed six feet in height or 12 feet in height for a combination of two or more walls.

Construction / Framing
23.

Prior to the commencement of work, the applicant shall submit a copy of their Construction
Management Plan. The Construction Management Plan shall include a dedicated parking
location for construction workers, not within the public right of way.

24.

Construction hours shall be limited to Monday through Friday from 7:00 a.m. to 7:00 p.m.
and Saturdays from 8:00 a.m. to 5:00 p.m. No construction activities shall be permitted on
Sundays or City-designated holidays.

25.

When framing is complete, a site survey shall be prepared by a licensed civil engineer or
architect that states the finished ground level elevation and the highest roof member
elevation. Prior to the commencement of further construction activities, said document shall
be submitted to the assigned Building Inspector and Planning Department for review and
sign off on framing.

26.

Construction management techniques, including minimizing the amount of equipment used
simultaneously and increasing the distance between emission sources, shall be employed as
feasible and appropriate. All trucks leaving the construction site shall adhere to the
California Vehicle Code. In addition, construction vehicles shall be covered when
necessary; and their tires will be rinsed off prior to leaving the property.

27.

All new development, including construction, grading, and landscaping shall be designed to
incorporate drainage and erosion control measures prepared by a licensed engineer that
incorporate structural and non-structural BMPs to control the volume, velocity and pollutant
load of storm water runoff in compliance with all requirements contained in LIP Chapter 17,
including:
a. Construction shall be phased to the extent feasible and practical to limit the amount
of disturbed areas present at a given time.
b. Grading activities shall be planned during the southern California dry season (April
through October).
c. During construction, contractors shall be required to utilize sandbags and berms to
control runoff during on-site watering and periods of rain in order to minimize
surface water contamination.
d. Filter fences designed to intercept and detain sediment while decreasing the velocity
of runoff shall be employed within the project site.

Biology
28.

Prior to installation of any landscaping, the applicant shall obtain a plumbing permit for the
proposed irrigation system from the Building Safety Division.

29.

Prior to final Planning inspection or other final project sign off (as applicable), the applicant
shall submit to the Planning Director for review and approval a certificate of completion in
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accordance with the Landscape Water Conservation Ordinance (MMC Chapter 9.22). The
certificate shall include the property owner’s signed acceptance of responsibility for
maintaining the landscaping and irrigation in accordance with the approved plans and MMC
Chapter 9.22.
30.

Vegetation forming a view impermeable condition serving the same function as a fence or
wall (also known as a hedge) located within the side or rear yard setback shall be maintained
at or below a height of six feet. A hedge located within the front yard setback shall be
maintained at or below a height of 42 inches. Three violations of this condition will result in
a requirement to permanently remove the vegetation from the site.

31.

Invasive plant species, as determined by the City of Malibu, are prohibited.

32.

Vegetation shall be situated on the property so as not to significantly obstruct the primary
view from private property at any given time (given consideration of its future growth).

33.

The landscape plan shall prohibit the use of building materials treated with toxic compounds
such as creosote or copper arsenate.

34.

Prior to a final plan check approval, the property owner /applicant must provide a landscape
water use approval from the Los Angeles County Waterworks District No. 29.

35.

The use of pesticides, including insecticides, herbicides, rodenticides or any toxic chemical
substance which has the potential to significantly degrade biological resources shall be
prohibited throughout the City of Malibu. The eradication of invasive plant species or
habitat restoration shall consider first the use of non-chemical methods for prevention and
management such as physical, mechanical, cultural, and biological controls. Herbicides may
be selected only after all other non-chemical methods have been exhausted. Herbicides shall
be restricted to the least toxic product and method, and to the maximum extent feasible, shall
be biodegradable, derived from natural sources, and use for a limited time.

Environmental Health
36.

Prior to final Environmental Health approval, a final OWTS plot plan prepared by a City
Registered OWTS Designer shall be submitted showing an OWTS design meeting the
minimum requirements of the MMC and the LCP, including necessary construction details,
the proposed drainage plan for the developed property and the proposed landscape plan for
the developed property. The OWTS plot plan shall show essential features of the OWTS and
must fit onto an 11 inch by 17-inch sheet leaving a five-inch margin clear to provide space
for a City applied legend. If the scale of the plans is such that more space is needed to
clearly show construction details and/or all necessary setbacks, larger sheets may also be
provided (up to a maximum size of 18 inches by 22 inches).

37.

A final OWTS design report and large set of construction drawings with system
specifications (four sets) shall be submitted to describe the OWTS design basis and all
components (i.e., alarm system, pumps, timers, flow equalization devices, backflow devices,
etc.) proposed for use in the construction of the proposed OWTS. For all OWTS, final plans
and reports must be signed by a City Registered OWTS Designer and the plans stamped by a
California Geologist, Coastal Engineer, and Structural Engineer, as applicable. The final
OWTS design report and construction drawings shall be submitted to the City Environmental
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38.

Health Administrator with the designer’s wet signature, professional registration number and
stamp (if applicable).
The final design report shall contain the following information (in addition to the items listed
above).
a. Required treatment capacity for wastewater treatment and disinfection systems. The
treatment capacity shall be specified in terms of flow rate, gallons per day, and
shall be supported by calculations relating the treatment capacity to the number of
bedroom equivalents, plumbing drainage fixture equivalents, and the subsurface
effluent dispersal system acceptance rate. The drainage fixture unit count must be
clearly identified in association with the design treatment capacity, even if the
design is based on the number of bedrooms. Average and peak rates of hydraulic
loading to the treatment system shall be specified in the final design;
b. Sewage and effluent pump design calculations (as applicable).
c. Description of proposed wastewater treatment and/or disinfection system equipment.
State the proposed type of treatment system(s) (e.g., aerobic treatment, textile
filter ultraviolet disinfection, etc.); major components, manufacturers, and model
numbers for "package" systems; and conceptual design for custom engineered
systems;
d. Specifications, supporting geology information, and percolation test results for the
subsurface effluent dispersal portion of the onsite wastewater disposal system.
This must include the proposed type of effluent dispersal system (drainfield,
trench, seepage pit subsurface drip, etc.) as well as the system’s geometric
dimensions and basic construction features. Supporting calculations shall be
presented that relate the results of soils analysis or percolation/infiltration tests to
the projected subsurface effluent acceptance rate, including any unit conversions
or safety factors. Average and peak rates of hydraulic loading to the effluent
dispersal system shall be specified in the final design. The projected subsurface
effluent acceptance rate shall be reported in units of total gallons per day and
gallons per square foot per day. Specifications for the subsurface effluent
dispersal system shall be shown to accommodate the design hydraulic loading rate
(i.e., average and peak OWTS effluent flow, reported in units of gallons per day).
The subsurface effluent dispersal system design must take into account the
number of bedrooms, fixture units and building occupancy characteristics; and
e. All final design drawings shall be submitted with the wet signature and typed name
of the OWTS designer. If the scale of the plan is such that more space is needed to
clearly show construction details, larger sheets may also be provided (up to a
maximum size of 18 inch by 22 inch, for review by Environmental Health). Note:
For OWTS final designs, full-size plans are required for review by the Building
Safety Division and/or the Planning Department

39.

Final plans shall clearly show the locations of all existing OWTS components (serving preexisting development) to be abandoned and provide procedures for the OWTS’ proper
abandonment in conformance with the MMC.

40.

The following note shall be added to the plan drawings included with the OWTS final
design: “Prior to commencing work to abandon, remove, or replace the existing Onsite
Wastewater Treatment System (OWTS) components, an ‘OWTS Abandonment Permit’ shall
be obtained from the City of Malibu. All work performed in the OWTS abandonment,
removal or replacement area shall be performed in strict accordance with all applicable
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federal, state, and local environmental and occupational safety and health regulatory
requirements. The obtainment of any such required permits or approvals for this scope of
work shall be the responsibility of the applicant and their agents.”
41.

All project architectural plans and grading/drainage plans shall be submitted for
Environmental Health review and approval. The floor plans must show all drainage fixtures,
including in the kitchen and laundry areas. These plans must be approved by the Building
Safety Division prior to receiving Environmental Health final approval.

42.

Proof of ownership of the subject property shall be submitted to the City Environmental
Health Administrator.

43.

An operations and maintenance manual specified by the OWTS designer shall be submitted
to the owner and maintenance provider of the proposed OWTS.

44.

A maintenance contract executed between the owner of the subject property and an entity
qualified in the opinion of the City of Malibu to maintain the proposed onsite wastewater
disposal system after construction shall be submitted. Please note only original “wet
signature” documents are acceptable.

45.

A covenant running with the land shall be executed between the City of Malibu and the
holder of the fee simple absolute as to subject real property and recorded with the City of
Malibu Clerk’s Office. Said covenant shall serve as constructive notice to any future
purchaser for value that the OWTS serving subject property is an alternative method of
onsite wastewater disposal pursuant to the City of Malibu Plumbing Code. Said covenant
shall be provided by the City of Malibu Environmental Health Administrator. The applicant
shall submit a certified copy issued by the Los Angeles County Recorder.

46.

Final approval of the OWTS plan from the Project Geologist/Geotechnical Consultant staff
shall be submitted.

47.

Final approval of the OWTS plan from the City geotechnical staff shall be submitted.

48.

City of Malibu Planning Department final approval of the OWTS plan shall be obtained.

49.

A final fee in accordance with the adopted fee schedule at the time of final approval shall be
paid to the City of Malibu for Environmental Health review of the OWTS design and system
specifications.

50.

In accordance with the MMC, an application shall be made to the Environmental Health
office for an OWTS operating permit. An operating permit fee in accordance with the
adopted fee schedule at the time of final approval shall be submitted with the application.

51.

Any above-ground equipment associated with the installation of the OWTS shall be screened
from view by a solid wall or fence on all four sides. The fence or walls shall not be higher
than 42 inches tall.

52.

The final onsite wastewater treatment system plans shall include the Notice of Decision
(NOD) from the Planning Department.
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Geology
53.

All recommendations of the consulting certified engineering geologist or geotechnical
engineer and/or the City geotechnical staff shall be incorporated into all final design and
construction including foundations, grading, sewage disposal, and drainage. Final plans shall
be reviewed and approved by the City geotechnical staff prior to the issuance of a grading
permit.

54.

Final plans approved by the City geotechnical staff shall be in substantial conformance with
the approved CDP relative to construction, grading, sewage disposal and drainage. Any
substantial changes may require a CDP amendment or a new CDP.

Public Works
55.

The developer's consulting engineer shall sign the final plans prior to the issuance of permits.

Grading/Drainage/Hydrology
56.

The non-exempt grading for the project shall not exceed a total of 1,000 cubic yards, cut and
fill.

57.

Exported soil from a site shall be taken to the County Landfill or to a site with an active
grading permit and the ability to accept the material in compliance with the City’s LIP,
Section 8.3. The applicant shall place a note on the plans that addresses this condition.

58.

A Grading and Drainage plan shall be approved containing the following information prior
to the Issuance of grading permits for the project:
a. Public Works Department General Notes.
b. The existing and proposed square footage of impervious coverage on the property
shall be shown on the grading plan (including separate areas for buildings,
driveways, walkways, parking, tennis courts and pool decks).
c. The limits of land to be disturbed during project development shall be delineated on
the Grading plan and a total area shall be shown on the plan. Areas disturbed by
grading equipment beyond the limits of grading, Areas disturb for the installation of
the septic system, and areas disturbed for the installation of the detention system
shall be included within the area delineated.
d. The grading limits shall include the temporary cuts made for retaining walls,
buttresses, and over excavations for fill slopes and shall be shown on the grading
plan.
e. If the property contains trees that are to be protected, they shall be highlighted on the
grading plan.
f. If the property contains rare and endangered species as identified in the Resources
study the grading plan shall contain a prominent note identifying the areas to be
protected (to be left undisturbed). Fencing of these areas shall be delineated on the
grading plan if required by the City Biologist.
g. Private storm drain systems shall be shown on the Grading plan. Systems greater
than 12-inch diameter shall also have a plan and profile for the system included with
the grading plan.
h. Public Storm drain modifications shown on the Grading plan shall be approved by
the Public Works Department prior to the issuance of the Grading permit.

Stormwater
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59.

A Local Storm Water Pollution Prevention Plan shall be provided prior to the issuance of the
grading/building permits for the project. This plan shall include an Erosion and Sediment
Control Plan (ESCP) that includes, but not limited to:
Erosion Controls
Sediment Controls

Non-Storm Water
Management
Waste Management

Scheduling
Preservation of Existing Vegetation
Silt Fence
Sandbag Barrier
Stabilized Construction Entrance
Water Conservation Practices
Dewatering Operations
Material Delivery and Storage
Stockpile Management
Spill Prevention and Control
Solid Waste Management
Concrete Waste Management
Sanitary/Septic Waste Management

All BMPs shall be in accordance to the latest version of the California Stormwater
Quality Association (CASQA) BMP Handbook. Designated areas for the storage of
construction materials, solid waste management, and portable toilets must not disrupt
drainage patterns or subject the material to erosion by site runoff.
Swimming Pool and Spa
60.

The discharge of swimming pool, spa and decorative fountain water and filter backwash,
including water containing bacteria, detergents, wastes, alagecides or other chemicals is
prohibited. Swimming pool, spa, and decorative fountain water may be used as landscape
irrigation only if the following items are met:
a. The discharge water is dechlorinated, debrominated or if the water is disinfected
using ozonation;
b. There are sufficient BMPs in place to prevent soil erosion; and
c. The discharge does not reach into the MS4 or to the ASBS (including tributaries)
Discharges not meeting the above-mentioned methods must be trucked to a publicly
owned wastewater treatment works.

61.

On-site noise, including that which emanates from swimming pool and air conditioning
equipment, shall be limited as described in MMC Chapter 8.24 (Noise).

62.

Pool and air conditioning equipment that will be installed shall be screened from view by a
solid wall or fence on all four sides. The fence or walls shall comply with LIP Section 3.5.3.

63.

The applicant shall also provide a construction note on the plans that directs the contractor to
install a new sign stating "It is illegal to discharge pool, spa or water feature waters to a
street, drainage course or storm drain per MMC 13.04.060(D)(5)." The new sign shall be
posted in the filtration and/or pumping equipment area for the property. Prior to the issuance
of any permits, the applicant shall indicate the method of disinfection and the method of
discharging.

Prior to Final Inspection
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64.

Prior to or at the time of a Planning final inspection, the property owner/applicant shall
submit to the case planner a copy of the plumbing permit for the irrigation system
installation that has been signed off by the Building Safety Division.

65.

The applicant shall request a final Planning Department inspection prior to final inspection
by the City of Malibu Environmental and Building Safety Division. A final approval shall
not be issued until the Planning Department has determined that the project complies with
this coastal development permit. A temporary Certificate of Occupancy may be granted at
the discretion of the Planning Director, provided adequate security has been deposited with
the City to ensure compliance should the final work not be completed in accordance with this
permit.

66.

Any construction trailer, storage equipment or similar temporary equipment not permitted as
part of the approved scope of work shall be removed prior to final inspection and approval.

Deed Restrictions
67.

The property owner is required to execute and record a deed restriction which shall
indemnify and hold harmless the City, its officers, agents, and employees against any and all
claims, demands, damages, costs and expenses of liability arising out of the acquisition,
design, construction, operation, maintenance, existence or failure of the permitted project in
an area where an extraordinary potential for damage or destruction from wildfire exists as an
inherent risk to life and property. The property owner shall provide a copy of the recorded
document to Planning department staff prior to final planning approval.

68.

Prior to final Planning Department approval, the applicant shall be required to execute and
record a deed restriction reflecting lighting requirements set forth in Condition Nos. 15-21.
The property owner shall provide a copy of the recorded document to the Planning
Department prior to final Planning Department approval.

Colors and Materials
69.

The residence shall have an exterior siding of brick, wood, stucco, metal, concrete or other
similar material. Reflective glossy, polished and/or roll-formed type metal siding is
prohibited.

Fixed Conditions
70.

This CDP runs with the land and binds all future owners of the property.

71.

Violation of any of the conditions of this approval may be cause for revocation of this permit
and termination of all rights granted thereunder.

Resolution No 20-37
Page 17 of 17
______________________
SECTION 6. The Planning Commission shall certify the adoption of this resolution.
PASSED, APPROVED AND ADOPTED this 6th day of April 2020.
___________________________________________
JEFFREY JENNINGS, Planning Commission Chair
ATTEST:
____________________________________
KATHLEEN STECKO, Recording Secretary
LOCAL APPEAL - Pursuant to Local Coastal Program Local Implementation Plan (LIP) Section
13.20.1 (Local Appeals) a decision made by the Planning Commission may be appealed to the City
Council by an aggrieved person by written statement setting forth the grounds for appeal. An appeal
shall be filed with the City Clerk within 10 days and shall be accompanied by an appeal form and
filing fee, as specified by the City Council. Appeals shall be emailed to psalazar@malibucity.org and
the filing fee shall be mailed to Malibu Planning Department, attention: Patricia Salazar, 23825
Stuart Ranch Road, Malibu, CA 90265. Payment must be received within 10 days of the appeal
deadline. Anyone unable to submit an appeal online should contact Patricia Salazar at (310) 4562489, extension 245, at least two business days before the appeal deadline to arrange alternative
delivery of the appeal. Appeal forms may be found online at malibucity.org/planningforms, or by
calling (310) 456-2489, ext. 245.
I CERTIFY THAT THE FOREGOING RESOLUTION NO. 20-37 was passed and adopted by the
Planning Commission of the City of Malibu at the Regular meeting held on the 6th day of April 2020
by the following vote:
AYES:
NOES:
ABSTAIN:
ABSENT:
____________________________________
KATHLEEN STECKO, Recording Secretary

$77$&+0(17
$77$&+0(17
$77$&+0(17

Feb. 18, 2020

AREA
LOWER LEVEL
MAIN LEVEL
SECOND RESIDENCE
TOTAL

TDSF (TO EXTERIOR FACE OF EXTERIOR WALLS
HABITABLE GARAGE/STOR./MECH.
PORCHES > 6’-0”
2,514
2,849
832
569
718
6,081
832
569

SETBACKS
FOR MAIN HOUSE
REQUIRED
FRONT 20% OF LOT DEPTH
64.788’
NORTH SIDE YARD 10% OF LOT WIDTH
21.76’
SOUTH SIDE YARD 15% OF LOT WIDTH
32.65’
REAR YARD 15% OF LOT DEPTH
48.59’
FOR SECOND RESIDENTIAL UNIT
FRONT 20% OF LOT DEPTH
NORTH SIDE YARD 10% OF LOT WIDTH
SOUTH SIDE YARD 15% OF LOT WIDTH
REAR YARD 15% OF LOT DEPTH

REQUIRED
64.788’
21.76’
32.65’
48.59’

AREA
MAIN DRIVE
LOWER DRIVE
HOUSE & GARAGE
WALKS/PATIOS/STAIRS
SPORT COURT
TOTAL

EXISTING IMPERMEABLE AREAS
WITHIN EASEMENT
454
232
243
929.00

UPPER AUTO COURT
HOUSE & GARAGE
WALKS/PATIOS/STAIRS
GUEST HOUSE
GUEST PATIOS/STAIRS
SPORT COURT
LOWER DRIVE
TOTAL

NEW IMPERMEABLE AREAS
WITHIN EASEMENT
454
259
232
945

TOTAL S.F.
2,514
4,250
718
7,482

PROPOSED
32.39’
21.76’
99.5’
157.66’
PROPOSED
34.25’
174.75’
34.42’
204.25’

WITHIN PROPERTY
1,070
2,805
3,174
1,646
8,695.00

WITHIN PROPERTY
2,660
3,795
4,116
718
232
1,646
13,167

TOTAL S.F.
1,524
232
2,805
3,417
1,646
9,624

TOTAL S.F.
3,114
3,795
4,375
718
232
1,646
13,880

TEL 805-697-7466
WEB www.barefoot-design.net

30130 Cuthbert Road

1187 Coast Village Road, #287
Santa Barbara, CA 93108

Malibu, CA 90265
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Lighting Legend
symbol

description

manufacturer

model

L

controller

quantity
1

FX Luminaire

LZD-300-SS

pathlight

45

FX Luminaire

JSLEDTA-CU + G-ZD-3LED-18RA-CU

moonlight/pendant

25

FX Luminaire

VE - ZDC - CU

Notes:
1. Wiring and transformer locations to be provided by Electrician.
2. Location of lights are diagrammatic. Final location to be set prior to installation by Landscape Designer.

Controller

Pathlight

Moonlight/Pendant

Lighting Notes

Lighting Plan - Main Reidence
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1. All lighting shall be fully shielded and directed downward.

3. Color temperature shall not exceed 3000 kelvin
4. Unless controlled by motion sensors, outdoor lighting shall be extinguished by 11:00PM or when
people are no longer present in exterior areas.
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2. Lumen count shall not exceed 850 lumens
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Lighting Notes
quantity
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model

1

FX Luminaire

LZD-300-SS

45

FX Luminaire

JSLEDTA-CU + G-ZD-3LED-18RA-CU

1. All lighting shall be fully shielded and directed downward.
2. Lumen count shall not exceed 850 lumens
3. Color temperature shall not exceed 3000 kelvin
4. Unless controlled by motion sensors, outdoor lighting shall be extinguished by 11:00PM or when
people are no longer present in exterior areas.

moonlight/pendant
Controller

Pathlight
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FX Luminaire

VE - ZDC - CU

5. Outdoor lighting shall only be used within 50'-0" of a residentially habitable building or pool with the
exception of security, driveway and walkway lighting
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Notes:
1. Wiring and transformer locations to be provided by Electrician.
2. Location of lights are diagrammatic. Final location to be set prior to installation by Landscape Designer.
3

OF

9

SHEETS

2
1"

drip
6.9 gpm

drip
4.2 gpm

3
1"
drip
12.9 gpm

Project Information
Project Address:

P.O

.
.C

13

TEL 805-697-7466
WEB www.barefoot-design.net

1
1"
21 drip
1" 10.5 gpm

2'

180

13 drip
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30130 Cuthbert Road
Malibu, CA 90265

1

Project Owner:

Dean & Dana Graulich
30130 Cuthbert Road

PR

Malibu, CA 90265

2.8

Project Description: New single family residence with detached garage and 2nd dwelling,
hardscape, planting and irrigation. (WOOLSEY FIRE REBUILD)
Total Landscaped Area (Proposed Excluding Pool): 34,681 SF
Landscape Area with Low Water Use Plants: 27,621 SF (80%)

1

1

30

1187 Coast Village Road, #287
Santa Barbara, CA 93108

Assessors Parcel Number (APN#): 4469-044-003

1
(E) GAS
METER

0'

Landscape Area with Med to High Water Use Plants : 7,060 SF (20%)
Total New Irrigated Area: 34,681 SF

13

Project Type: residential
Zoning:

1

Water Supply Type: potable
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1. This system is diagrammatic . All pipes, valves, etc. shown within paved areas are for design
clarification only and shall be installed in planting areas wherever possible.
2. Do not willfully install the sprinkler system as indicated on the drawings when it is obvious in the field
that obstructions or grade differences exist and should be brought to the attention of the owner's
authorized representative. In the event that this notification is not performed, the contractor must assume
full responsibility for all revisions necessary.

TH

CU

3. Irrigation system is designed assuming a static water pressure of approximately 70 PSI at
point-of-connection . Prior to installation of irrigation system, contractor shall verify pressure at
point-of-connection .
4. It is the intent of this plan to provide adequate irrigation to all planting areas, prevent run-off, low head
drainage, overspray, or other similar conditions where irrigation water flows onto non-targeted areas in
accordance with MWELO sections 492.7(a)(1)(I) and 492.7(a)(1)(U)

'-8

12
"
ENTRY
COURT

Contractor shall be responsible for making any and all adjustments to the irrigation system necessary to
ensure 100% irrigation coverage of all planting areas and MWELO compliance .
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160

5. Emitter shall be located on grade and staked a maximum of six inches from the center of plant, or
edge of rootball, whichever is greater.
6. All piping installed under pathways or paved areas, through walls or footings shall be placed inside
class 315 PVC sleeves of adequate size to allow free movement of the pipe and any couplings in the
sleeve.
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7. Irrigation lines shall be buried at the following minimum depths: PVC pressure mainline:18" PVC lateral
line:12"
8. Irrigation Contractor shall adjust flow control for proper performance and valve longevity.
9. Pressure regulating devices shall be installed where necessary to ensure the dynamic pressure at
each emission device is within manufacturer's recommended pressure range for optimal performance .
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12. All planting areas shall be provided with a 3" thickness of mulch, samples to be provided to owner's
representative .
13. No lawn or landscape irrigation with potable water allowed apart from the hours of 8:00PM and
8:00AM. Except for hand held hose equipment with a positive shut-off nozzle.
14. Irrigation water shall not run off landscaped areas to adjacent property, adjoining streets, sidewalks,
or other paved areas due to incorrectly directed or maintained sprinklers or excessive watering.
15. All irrigation emission devices will meet the criteria set forth by MWELO section 492.7(a)(1)(M) and
shall be installed per manufacturer's recommendations .
16. A manual indicating layout of irrigation system and manufacturer instructions for all equipment and
procedures shall be provided to the owner at completion of project.
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3.8 gpm
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"
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11. Check valves shall be installed at low points on irrigation line to prevent leakage.

8

17. Certifcate of Completion in accordance with MWELO Section 492.9 will be submitted for
review/approval by the Building and Safety Division prior to final occupancy.
18. Landscape Constractor shall clean up on a daily basis per Owner's representative's approval.

Irrigation Legend
symbol

description

manufacturer / model

irrigation mainline

see Mainline Sizing

irrigation lateral

see Lateral Sizing

irrigation sleeve

see Irrigation Notes

point of connection

location at (E) water meter

irrigation controller

HUNTER IC-600-SS w/ (1) HUNTER ICM-600
modules and a HUNTER Wireless Rain-clik
Rain Sensor WR-CLICK-TR.

DN

DN

L2.0 Irrigation Plan - Main Residence

DN

L2.1 Irrigation Plan - Guest House
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Valve Identification
valve number

#
1"

type
flow

valve type

valve flow rate

valve size

Emitter Legend
plant material

equipment

flatted groundcover
4" pot
1 gallon
5 gallon shrubs
15 gallon shrubs

Microspray Emitters
2 - HE-20-B Emitters per plant
2 - HE-20-B Emitters per plant
3 - HE-20-B Emitters per plant
4 - HE-20-B Emitters per plant

15 gallon trees
24" box trees
36" box trees
48" box trees and above

2 - RZWS-18-50-CV per tree
2 - RZWS-18-50-CV per tree
3 - RZWS-36-50-CV per tree
(Consult with a Local Arborist)

Sizing

Hydrozone Legend

0-4 gpm

1/2"

schedule 40

valve/zone description

4-8 gpm

3/4"

schedule 40

8-12 gpm

1"

schedule 40

12-22 gpm

1 1/4"

schedule 40

22-30 gpm

1 1/2"

schedule 40

30-50 gpm

2"

class 315

Mainline

50-70 gpm

2 1/2"

class 315

70-120 gpm

3"

class 315

Lateral Line Sizing

area

plant type exposure

1
2

Shrub and Groundcover
Shrub and Groundcover

1865 SF
1272 SF

LOW
LOW

Part Sun
Shade

3
4
5

Shrub and Groundcover
Ornamental Grasses
Shrub and Groundcover

3760 SF
1524 SF
504 SF

LOW
LOW
LOW

Part Sun
Full Sun
Part Sun

6
7

Shrub and Groundcover
Native Shrub and Groundcover

1554 SF
842 SF

LOW
LOW

Part Sun
Full Sun

8
9
10

Shrub and Groundcover
Ornamental Grasses
Existing Hedge

931 SF
1972 SF
516 SF

LOW
LOW
LOW

Part Sun
Part Sun
Full Sun

Existing Hedge
Existing Hedge
Existing Hedge

591 SF
310 SF
509 SF

LOW
LOW
LOW

Full Sun
Full Sun
Full Sun

0-6 gpm

1/2"

class 315

11
12
13

6-10 gpm

3/4"

class 200

14

Raised Vegetable Beds

22 SF

LOW

Full Sun

10-16 gpm

1"

class 200

15
16
17
18
19
20
21

Native Slope - Temp Spray
Native Slope - Temp Spray
Native Slope - Temp Spray
Native Slope - Temp Spray
Native Slope - Temp Spray
Native Slope - Temp Spray
Trees

3556 SF
3478 SF
3438 SF
3001 SF
3551 SF
1045 SF
169 SF

LOW
LOW
LOW
LOW
LOW
LOW
LOW

Full Sun
Full Sun
Full Sun
Full Sun
Full Sun
Full Sun
Part Sun

22
23

Trees
Trees

175 SF
96 SF

LOW
LOW

Full Sun
Full Sun

16-26 gpm

1 1/4"

class 200

26-35 gpm

1 1/2"

class 200

35-55 gpm

2"

class 200

55-80 gpm

2 1/2"

class 200

80-120 gpm

3"

class 200

PROJECT:

"

Install per MFR specifications . Rain Sensor
to be installed to automatically shutoff when
onsite rainfall exceeds 1/4 inch. Install per
MFR specifications.

PR

backflow preventer

3/4" FEBCO 825Y or approved equal

pressure regulator

HONEYWELL D06-G with gauge (70 psi)

drip valve

WEATHERMATIC 11024FCR w/ pressure
regulating Y-Filter (30 psi)

spray valve

WEATHERMATIC 11024FCR (65 psi)

hose bib

3/4" brass hose bibb

manual shut-off valve

PVC ball valve, size to match mainline

Irrigation Plan - Main Residence

'-0

SE

10. Flush valves shall be installed at the ends of all polyethylene drip tubing in round valve boxes with
gravel fill.

DN

8

MALIBU, CA

FOUNTAIN
POOL

10

EA

DN

30130 CUTHBERT ROAD

6" HIGH
CURB

SHEET CONTENTS

FLOW
LINE

50'-0" LWCO OFFSET

160

DATE

X
X

drip irrigation zones

temporary spray
irrigation zones

HUNTER 1/2" Supply Tubing w/ HUNTER Point
Source Emitters, see Emitter Legend

HUNTER Pro-Spray PROS-12-PRS40-CV w/ MP
Rotator (40psi)
Temporary spray irrigation zones to be terminated
after 2 year establishment period.

root watering system

HUNTER RZWS (65 psi), see Emitter Legend
for size and model

10/11/19

SCALE

1" = 10'-0"

DRAWN

NT

JOB

19-22

SHEET

L2.0
4

OF

9

SHEETS

5
1"

O K
AC F
K

TB

drip
5.8 gpm

DN

DN
DN

L2.0 Irrigation Plan - Main Residence

5

FIRE
PIT

POOL PATIO

4

SPA

3

BALCONY

BOCCE BALL

12

E

SLID

EXISTING POOL

DN

6

(E) WROUGHT IRON FENCE
TO REMAIN

10 drip
1" 8.6 gpm

'
21.76
YARD
SIDE
10% BACK
SET

POOL EQUIP.

5

9

140
15 spray
15.0 gpm

1"

1187 Coast Village Road, #287
Santa Barbara, CA 93108

150

TEL 805-697-7466
WEB www.barefoot-design.net

L2.1 Irrigation Plan - Guest House

16 spray
1" 14.7 gpm
18 spray
1" 13.2 gpm

50'-0" LWCO OFFSET

6

0'

20
4

0 .0

REMOVE (E) SEPTIC
TANK & MANHOLES

15

SUBMITTALS

4

GUEST
COURTYARD
4

150

ORMING GATE
RS TO REMAIN

7

7

P.L.

50'-0" LWCO OFFSET

GUEST HOUSE
PARKING

FRONT
PORCH

7

18

130
18

GARDEN
PATH

00'

11 drip
1" 9.9 gpm

THE DRAWINGS AND SPECIFICATIONS
ARE THE PROPERTY AND COPYRIGHT OF
THE BAREFOOT DESIGN AND SHALL NOT
BE USED ON ANY OTHER WORK EXCEPT
BY WRITTEN AGREEMENT WITH THE
BAREFOOT DESIGN. WRITTEN
DIMENSIONS SHALL BE VERIFIED ON THE
JOB SITE. DISCREPANCIES SHALL BE
BROUGHT TO THE ATTENTION OF
BAREFOOT DESIGN PRIOR TO THE
COMMENCEMENT OF ANY WORK.

6

DN

9

30.

16

(N) 1 STORY
2ND RESIDENCE

15
16

20 spray
1" 4.6 gpm

11
19

(N) REPLACEMENT
SOLAR FIELD ON (E)
STRUCTURE

(E) WROUGHT IRON FENCE
TO REMAIN
PROPOSED
LOCATION OF NEW
SECONDARY
TREATMENT TANK

B-7, SP-2

K

PROPOSED
LOCATIONS OF
PRESENT SEEPAGE
PITS, TYP

point of connection

location at (E) water meter

irrigation controller

HUNTER IC-600-SS w/ (1) HUNTER ICM-600
modules and a HUNTER Wireless Rain-clik
Rain Sensor WR-CLICK-TR.
Install per MFR specifications . Rain Sensor
to be installed to automatically shutoff when
onsite rainfall exceeds 1/4 inch. Install per
MFR specifications.

Hydrozone Legend

4. It is the intent of this plan to provide adequate irrigation to all planting areas, prevent run-off, low head
drainage, overspray, or other similar conditions where irrigation water flows onto non-targeted areas in
accordance with MWELO sections 492.7(a)(1)(I) and 492.7(a)(1)(U)

valve/zone description

130

305
area

.56

'

Shrub and Groundcover
Shrub and Groundcover

1865 SF
1272 SF

LOW
LOW

Part Sun
Shade

pressure regulator

HONEYWELL D06-G with gauge (70 psi)

Shrub and Groundcover
Ornamental Grasses

3760 SF
1524 SF

LOW
LOW

Part Sun
Full Sun

drip valve

WEATHERMATIC 11024FCR w/ pressure
regulating Y-Filter (30 psi)

6. All piping installed under pathways or paved areas, through walls or footings shall be placed inside
class 315 PVC sleeves of adequate size to allow free movement of the pipe and any couplings in the
sleeve.

5
6

Shrub and Groundcover
Shrub and Groundcover

504 SF
1554 SF

LOW
LOW

Part Sun
Part Sun

spray valve

WEATHERMATIC 11024FCR (65 psi)

7. Irrigation lines shall be buried at the following minimum depths: PVC pressure mainline:18" PVC lateral
line:12"

hose bib

3/4" brass hose bibb

7
8
9

Native Shrub and Groundcover
Shrub and Groundcover
Ornamental Grasses

842 SF
931 SF
1972 SF

LOW
LOW
LOW

Full Sun
Part Sun
Part Sun

10
11
12

Existing Hedge
Existing Hedge
Existing Hedge

516 SF
591 SF
310 SF

LOW
LOW
LOW

Full Sun
Full Sun
Full Sun

13
14
15
16

Existing Hedge
Raised Vegetable Beds
Native Slope - Temp Spray
Native Slope - Temp Spray

509 SF
22 SF
3556 SF
3478 SF

LOW
LOW
LOW
LOW

Full Sun
Full Sun
Full Sun
Full Sun

17
18
19
20

Native Slope - Temp Spray
Native Slope - Temp Spray
Native Slope - Temp Spray
Native Slope - Temp Spray

3438 SF
3001 SF
3551 SF
1045 SF

LOW
LOW
LOW
LOW

Full Sun
Full Sun
Full Sun
Full Sun

drip irrigation zones

temporary spray
irrigation zones

root watering system

HUNTER 1/2" Supply Tubing w/ HUNTER Point
Source Emitters, see Emitter Legend

11. Check valves shall be installed at low points on irrigation line to prevent leakage.
12. All planting areas shall be provided with a 3" thickness of mulch, samples to be provided to owner's
representative .

HUNTER Pro-Spray PROS-12-PRS40-CV w/ MP
Rotator (40psi)

13. No lawn or landscape irrigation with potable water allowed apart from the hours of 8:00PM and
8:00AM. Except for hand held hose equipment with a positive shut-off nozzle.

Temporary spray irrigation zones to be terminated
after 2 year establishment period.

14. Irrigation water shall not run off landscaped areas to adjacent property, adjoining streets, sidewalks,
or other paved areas due to incorrectly directed or maintained sprinklers or excessive watering.

HUNTER RZWS (65 psi), see Emitter Legend
for size and model

15. All irrigation emission devices will meet the criteria set forth by MWELO section 492.7(a)(1)(M) and
shall be installed per manufacturer's recommendations .
16. A manual indicating layout of irrigation system and manufacturer instructions for all equipment and
procedures shall be provided to the owner at completion of project.
17. Certifcate of Completion in accordance with MWELO Section 492.9 will be submitted for
review/approval by the Building and Safety Division prior to final occupancy.
18. Landscape Constractor shall clean up on a daily basis per Owner's representative's approval.

21
22
23

Trees
Trees
Trees

169 SF
175 SF
96 SF

17

plant type exposure
10

3
4

PVC ball valve, size to match mainline

CK

0

1
2

9. Pressure regulating devices shall be installed where necessary to ensure the dynamic pressure at
each emission device is within manufacturer's recommended pressure range for optimal performance .

BA

12

5. Emitter shall be located on grade and staked a maximum of six inches from the center of plant, or
edge of rootball, whichever is greater.

10. Flush valves shall be installed at the ends of all polyethylene drip tubing in round valve boxes with
gravel fill.

X

17 spray
1" 14.6 gpm

3. Irrigation system is designed assuming a static water pressure of approximately 70 PSI at
point-of-connection . Prior to installation of irrigation system, contractor shall verify pressure at
point-of-connection .

8. Irrigation Contractor shall adjust flow control for proper performance and valve longevity.

48
.
YA 59'
RD
SE
T

17

19 spray
1" 15.0 gpm

2. Do not willfully install the sprinkler system as indicated on the drawings when it is obvious in the field
that obstructions or grade differences exist and should be brought to the attention of the owner's
authorized representative. In the event that this notification is not performed, the contractor must assume
full responsibility for all revisions necessary.

Contractor shall be responsible for making any and all adjustments to the irrigation system necessary to
ensure 100% irrigation coverage of all planting areas and MWELO compliance .

manual shut-off valve

X

(E) SPORTS COURT TO
BE REPAIRED

3/4" FEBCO 825Y or approved equal

backflow preventer

PR

1. This system is diagrammatic . All pipes, valves, etc. shown within paved areas are for design
clarification only and shall be installed in planting areas wherever possible.

AR

MALIBU, CA

P.O.C.

30130 CUTHBERT ROAD

Irrigation Notes

RE

17

LOW
LOW
LOW

Part Sun
Full Sun
Full Sun

120

Mainline

0

12

1/2"

schedule 40

4-8 gpm

3/4"

schedule 40

8-12 gpm

1"

schedule 40

12-22 gpm

1 1/4"

schedule 40

22-30 gpm

1 1/2"

schedule 40

30-50 gpm

2"

class 315

50-70 gpm

2 1/2"

class 315

70-120 gpm

3"

class 315

Lateral Line Sizing
0-6 gpm

1/2"

class 315

6-10 gpm

3/4"

class 200

10-16 gpm

1"

class 200

16-26 gpm

1 1/4"

class 200

26-35 gpm

1 1/2"

class 200

35-55 gpm

2"

class 200

55-80 gpm

2 1/2"

class 200

80-120 gpm

3"

class 200

10

20 FT

120

Sizing

0-4 gpm

0

PROJECT:

see Irrigation Notes

PROPOSED
LOCATIONS OF
EXPANSIVE
SEEPAGE PITS, TYP.

%

B-6, EP-5

B-5, EP-4

Irrigation Plan - Guest House

irrigation sleeve

B-4, EP-3

see Lateral Sizing

15

0

13

1'
311.5

irrigation lateral

B-8, SP-3

11

Valve Identification
valve number

#
1"

type
flow

valve size

valve type

valve flow rate

Emitter Legend
plant material

equipment

flatted groundcover
4" pot
1 gallon
5 gallon shrubs
15 gallon shrubs

Microspray Emitters
2 - HE-20-B Emitters per plant
2 - HE-20-B Emitters per plant
3 - HE-20-B Emitters per plant
4 - HE-20-B Emitters per plant

15 gallon trees
24" box trees
36" box trees
48" box trees and above

2 - RZWS-18-50-CV per tree
2 - RZWS-18-50-CV per tree
3 - RZWS-36-50-CV per tree
(Consult with a Local Arborist)

SHEET CONTENTS

manufacturer / model

see Mainline Sizing

SID

description

irrigation mainline

15%

symbol

16
B-3, EP-2

32.6
5
EY
ARD
SET

B-2, EP-1

4'

19

.5

B-1, SP-1

Irrigation Legend

50

140

BAC

P.L.

DATE

10/11/19

SCALE

1" = 10'-0"

DRAWN

NT

JOB

19-22

SHEET

L2.1
5

OF

9

SHEETS

44.2
35798
0
0.23

MAWA (Gallons)
MAWA (Inches per sq.ft.)
MAWA (Inches per DAY)

D e f i n i t i o n s:
Eto
ETAF
HA
IE
LA
PF
SLA

539,555
24.2
0.07

Reference provided in Appendix A - CIMIS
Evapotranspiration Adjustment Factor - 0.55 or less
Hydro zone area = Irrigated area
Irrigation efCciency. Must exceed 0.71.
Landscaped area

15 gallon plant

Plant water use factor- WUCLOS
Special landscaped area WITHIN the landscaped area

standard valve box with cover,
MODEL: RAINBIRD VB-STD
finish grade

Maximum Applied Water Allowance Equation:
MAWA = (ETo)
ETo) (0.62) [(0.55 x LA) + (0.3 x SLA)]

5 gallon plant

drip tubing

1 gallon plant

irrigation hose, MODEL: HUNTER IH-250,
lenght as necessary

Estimated Total Water Use:
ETo
PFxHA (see chart)
HA (same as LA)
IE (see chart)
SLA

drip emitter

1187 Coast Village Road, #287
Santa Barbara, CA 93108

ETo
LA
SLA
ETAF

TEL 805-697-7466
WEB www.barefoot-design.net

Maximum Applied Water Allowance
C a l c u l a t i o n s:

irrigation hose fitting, MODEL: HUNTER
IHFIT-3850

44.2
10171.2
35798
0.80
0

SUBMITTALS

1/2" FPT manual ball valve

ETWU (Gallons)
ETWU (Inches per sq.ft.)
ETWU (Inches per DAY)

347,149
15.6
0.04

lateral pipe

Estimated Total Water Use Equation:
ETWU = (ETo
ETo x 0.62) [(PF x HA)/IE) +SLA]

1/2" MPT connection from lateral
Water Efficient Landscape Worksheet

Maximum Applied Water Allowance
C a l c u l a t i o n s:
ETo
LA
SLA
ETAF

D e f i n i t i o n s:
Eto
ETAF
HA
IE
LA
PF
SLA

44.2
16644
0
0.21
MAWA (Gallons)
MAWA (Inches per sq.ft.)
MAWA (Inches per DAY)

250,862
24.2
0.07

Reference provided in Appendix A - CIMIS
Evapotranspiration Adjustment Factor - 0.55 or less
Hydro zone area = Irrigated area
Irrigation efCciency. Must exceed 0.71.
Landscaped area
Plant water use factor- WUCLOS
Special landscaped area WITHIN the landscaped area

Maximum Applied Water Allowance Equation:
MAWA = (ETo) (0.62) [(0.55 x LA) + (0.3 x SLA)]

brick (1 of 4)

Estimated Total Water Use:
44.2
3680.8
16644
0.80
0

2
3
4
5
6
7

Description
Ornamental Shrubs & Groundcover
Ornamental Shrubs & Groundcover
Ornamental Shrubs & Groundcover
Ornamental Shrubs & Groundcover
Ornamental Shrubs & Groundcover
Ornamental Shrubs & Groundcover
Ornamental Trees

8
9

Ornamental Trees
Native Shrubs, Perennials & Groundcovers

10
11

Native Shrubs, Perennials & Groundcovers
Native Shrubs, Perennials & Groundcovers

126,296
12.2
0.03

Type
Low
Low
Low
Low
Low
Low
Low

PF
0.2
0.2
0.2
0.2
0.2
0.2
0.2

Irrigation Method
drip
drip
drip
drip
drip
drip
drip

Low
Low

0.2
0.2

drip
rotary spray

Low
Low

0.2
0.2

rotary spray
rotary spray

12
13

Native Shrubs, Perennials & Groundcovers
Native Shrubs, Perennials & Groundcovers

0.2
0.2

rotary spray
rotary spray

14

Native Shrubs, Perennials & Groundcovers

Low

0.2

rotary spray

Pool & Spa

High

1.0

15

Low
Low

IE
0.81

ETAF (PF/IE)
0.16

0.81
0.81

0.16
0.16

0.81
0.81

0.16
0.16

0.81
0.81

0.16
0.16

0.81
0.75

0.16
0.15

0.75
0.75

0.15
0.15

0.75
0.75

0.15
0.15

HA
1150
441
1401
1486
545
467
16
32
1600
2230
1489
1652
1530
2165

ETAF x Area
186.30
71.44
226.96
240.73
88.29
75.65
2.59
5.18
240.00
334.50
223.35
247.80
229.50
324.75

PF x HA
230
88.2
280.2
297.2
109
93.4
3.2
6.4
320
446
297.8
330.4
306

0.75

0.15

N/A

1.0

1.00

440

440.00

440

Totals:

0.80

0.21

16644

2937.06

3680.8

433

Does ETWU Qualify?

I r r i g a t i o n E f f i c i e n c y:
H.Z.

Description

Irrigation Method

IE

ETAF (PF/IE)

HA

ETAF x Area

PF x HA

1

Shrubs and Groundcover

Low

0.2

drip

0.81

0.16

1865

302.13

373

2

Shrubs and Groundcover

Med

0.5

drip

0.81

0.41

1272

515.16

636

3
4

Shrubs and Groundcover
Ornamental Grasses

Med
Med

0.5
0.5

drip
drip

0.81
0.81

0.41
0.41

3760
1524

1522.80
617.22

1880
762

5

Type

PF

Shrubs and Groundcover

Med

0.5

drip

0.81

0.41

504

204.12

252

6

Shrubs and Groundcover

Low

0.2

drip

0.81

0.16

1554

251.75

310.8

7

Native Shrub and Groundcover

Low

0.2

drip

0.81

0.16

842

136.40

168.4

8
9

Shrubs and Groundcover
Ornamental Grasses

Low
Low

0.2
0.2

drip
drip

0.81
0.81

0.16
0.16

931
1972

150.82
319.46

186.2
394.4

10

Existing Hedge

Low

0.2

drip

0.81

0.16

516

83.59

103.2

11

Existing Hedge

Low

0.2

drip

0.81

0.16

591

95.74

118.2

12

Existing Hedge

Low

0.2

drip

0.81

0.16

310

50.22

62

13
14

Existing Hedge
Raised Vegetable Beds

Low
Low

0.2
0.2

drip
drip

0.81
0.81

0.16
0.16

509
22

82.46
3.56

101.8
4.4

15

Native Slope - Temp Spray

Low

0.2

rotary spray

0.75

0.15

3556

533.40

711.2

16

Native Slope - Temp Spray

Low

0.2

rotary spray

0.75

0.15

3478

521.70

695.6

17

Native Slope - Temp Spray

Low

0.2

rotary spray

0.75

0.15

3438

515.70

687.6

18
19

Native Slope - Temp Spray
Native Slope - Temp Spray

Low
Low

0.2
0.2

rotary spray
rotary spray

0.75
0.75

0.15
0.15

3001
3551

450.15
532.65

600.2
710.2

20

Native Slope - Temp Spray

Low

0.2

rotary spray

0.75

0.15

1045

156.75

209

21

Trees

Low

0.2

drip

0.81

0.16

169

27.38

33.8

22

Trees

Low

0.2

drip

0.81

0.16

175

28.35

35

23
24

Trees
Pool/Spa/Water Features

Low
High

0.2
1.0

drip
N/A

0.81
1.0

0.16
1.00

96
1117

15.55
1117.00

19.2
1117

Totals:

0.80

0.23

35798

8234.07

10171.2

3/4" washed gravel sump,
2 cubic foot

6

THE DRAWINGS AND SPECIFICATIONS
ARE THE PROPERTY AND COPYRIGHT OF
THE BAREFOOT DESIGN AND SHALL NOT
BE USED ON ANY OTHER WORK EXCEPT
BY WRITTEN AGREEMENT WITH THE
BAREFOOT DESIGN. WRITTEN
DIMENSIONS SHALL BE VERIFIED ON THE
JOB SITE. DISCREPANCIES SHALL BE
BROUGHT TO THE ATTENTION OF
BAREFOOT DESIGN PRIOR TO THE
COMMENCEMENT OF ANY WORK.

Manual Flush Valve
scale: N.T.S.
adjacent hardscape

standard valve box with cover,
MODEL: RAINBIRD VB-STD

ID Tag, MODEL:
RAINBIRD VID series

finish grade

waterproof connection, MODEL:
RAINBIRD WPCONN10

remote control valve, MODEL:
WEATHERMATIC 11024FCR,
size per plan

30" linear length of wire,
coiled

drip valve assembly

Notes:
1. Refer to Emitter Legend for emitter size and quantity.
2. Refer to Irrigation Legend for material specifications .

3

Drip Tubing and Emitter Layout
scale: N.T.S.

SCH 40 male adaptor
3" MIN.

PVC lateral pipe

PVC SCH 80 nipple
wire stakes, 3'-0" MAX spacing

PVC SCH 40 Ell
3" MIN depth of 3/4"
washed gravel

PVC SCH 80 nipple

Average System
tem IE ((IE is a derivative of DU de3ned as
IE = DU x IME.
E. Where IME= Irrigation Management Ef3ciency

emitter, MODEL: HUNTER Point
Source Drip Emitter, see irrigation
legend for model

FLOW

brick (1 of 4)

Does ETWU Qualify?

PVC mainline

distribution tubing, MODEL: HUNTER
TWPE-700, see irrigation legend for
product specifications
finish grade
mulch

SCH 80 nipple (2"
length, hidden) and
SCH 40 Ell
3"

Notes:
See plans, legend and specifications for
additional installation notes.

finish grade

PVC SCH 40 Tee or Ell

locking cap

5

root watering system, see
irrigation schedule for type
and size

Spray Valve Assembly
3'-0"

scale: N.T.S.

bubbler, see irrigation
schedule for type and size
18" swing joint assembly

manifold pipe and fittings

waterproof connection, MODEL:
RAINBIRD WPCONN10

standard valve box with
cover, MODEL: RAINBIRD
VB-STD

finish grade

2

Drip Irrigation
scale: N.T.S.

clean compacted backfill

30" linear length of wire coiled

lateral line

finish grade

Irrigation Details & Water Calc's

ID Tag, MODEL: RAINBIRD VID
series

PROJECT:

remote control valve, MODEL:
WEATHERMATIC 11024FCR, size
per plan

pressure regulating filter
PVC SCH tee or ell to manifold

FLOW

control wire in schedule 40 conduit,
tape to mainline @ 4' O.C.

4"
4"

optional sock (Hunter RZWS-SLEEVE)
for sandy soils

undisturbed soil

4"
mainline

SIDE VIEW

Notes:
1. 3" Grate is also available in purple (RZWS-RCCAP).
2. Install product so that the grate is even with finish grade or top of mulch.
3. Optional sand sock (RZWS-SLEEVE) to cover mesh basket area.
4. When installing in extremely hard or clay soils, add 3/4" gravel under and around the unit to
allow faster water infiltration and root penetration.

7

SHEET CONTENTS

lateral line

lateral pipe

18" TYP

3" MIN depth of 3/4" washed
gravel

12"

PVC female adaptor

PVC SCH Tee or Ell

DATE

Notes:
See plans, legend and specifications for
additional installation notes.

Root Watering System
scale: N.T.S.

4

MALIBU, CA

ETWU (Gallons)
ETWU (Inches per sq.ft.)
ETWU (Inches per DAY)

H.Z.
1

Average System IE (IE is a derivative of DU de3ned as
IE = DU x IME. Where IME= Irrigation Management Ef3ciency

30130 CUTHBERT ROAD

ETo
PFxHA (see chart)
HA (same as LA)
IE (see chart)
SLA

Estimated Total Water Use Equation:
ETWU = (ETo x 0.62) [(PF x HA)/IE) +SLA]

I r r i g a t i o n E f f i c i e n c y:

TOP VIEW

Drip Valve Assembly
scale: N.T.S.

1

Pipe & Wire Installation

10/11/19

SCALE

as noted

DRAWN

NT

JOB

19-22

SHEET

L2.2

scale: N.T.S.
6

OF

9

SHEETS

TEL 805-697-7466
WEB www.barefoot-design.net

2'
Plant Palette

180

Botanic Name

Common Name

Size

Quantity

Toyon

15g

9

WUCOLS MAX Heigh

Trees & Large Shrubs
Heteromeles arbutifolia

15'-0"

Magnolia grandiflora 'Little Gem'

Dwarf Magnolia

24" Box

15

40'-0"

(E) GAS
METER

'

0
2.8

1187 Coast Village Road, #287
Santa Barbara, CA 93108

LOW

MED
Olea europaea

30

Olive

36" Box

8

40'-0"

LOW
Rhus integrifolia

Rh

Lemonade Berry

5g

21

10'-0"

SUBMITTALS

LOW

170

50'-0" LWCO OFFSET

AD

ADD RIPRAP FACING TO (E)
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Plant Palette
Common Name

Size

Quantity

B

B

WUCOLS MAX Height
B-1, SP-1

Trees & Large Shrubs
Toyon

15g

9

15'-0"

B-8, SP-3

LOW
Magnolia grandiflora 'Little Gem'

Dwarf Magnolia

24" Box

15

40'-0"

Olea europaea

Olive

36" Box

8

B-4, EP-3

40'-0"
LOW

Rhus integrifolia

Lemonade Berry

5g

21

PROPOSED
LOCATIONS OF
EXPANSIVE
SEEPAGE PITS, TYP.

Rh

Rh

B
B

B-3, EP-2

Rh

B

Rh

B

Rh
Rh

0
13 B

%

RE

AR

B-6, EP-5

B-5, EP-4

15

(E) SPORTS COURT TO
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B
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.
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SE
T
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Foxtail Agave

5g
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LOW

3'-0"

Baccharis pilularis

Coyote Bush

1g
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LOW

6'-0"

Ceanothus griseus horizontalis 'Yankee Point' Carmel Creeper

1g

66

LOW

3'-0"

Eriogonum parvifolium

Buckwheat

1g

22

LOW

3'-0"

Leymus condensatus

Wild Rye

1g

172

LOW

3'-0"

Lomandra 'Breeze'

Dwarf Mat Rush

1g

186

LOW

3'-0"

Muhlenbergia rigens

Deer Grass

1g

178

LOW

3'-0"

Olea 'Montra'

Dwarf Olive

1g

13

LOW

4'-0"

Pittosporum 'Golf Ball

Golf Ball Kohuhu

1g
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MED

3'-0"

Rosmarinus 'Roman Beauty'

Rosemary

1g
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LOW
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1g
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LOW
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General Notes

Plant Palette

1. Refer to Architectural and Civil Engineer for decks, hardscape and walls.

Common Name

Size

Quantity

WUCOLS MAX Height

Trees & Large Shrubs
Heteromeles arbutifolia

Toyon

15g

9

15'-0"
LOW

Magnolia grandiflora 'Little Gem'

Dwarf Magnolia

24" Box

15

40'-0"
MED

Olea europaea

Olive

36" Box

8

40'-0"

Rhus integrifolia

Lemonade Berry

5g

21

10'-0"
LOW

Shrubs & Perennials

A

4" high, temporary berm

2. Do not willfully proceed with construction as designed when it is obvious that unknown
obstructions and/or grade differences exist that may not have been known during design. Such
conditions shall be immediately brought to the attention of the landscape designer, Barefoot
Design, 805.697.7466.

backfill, per planting notes

5. The Landscape Contractor shall allow for the addition of specified quantities of soil
amendments and conditioners in soil preparation and finish grading, per recommendation of soils
report.

undisturbed soil

6. Recommendations in the Soils Management Report shall be incorporated into the landscape
installation and a copy of the report is to be on-site at the time of inspection.

Notes:
1. Set rootball with crown 1" above
finished grade.
2. After the inital hand watering, grade
temporary berm to match adjacted
finished grade. Mulch basin to within
3" of trunk.

25

LOW

3'-0"

Unless soils have greater than 6% organic matter in the top 6” of soil, compost at a rate of a
minimum of (4) cubic yards per 1,000 square feet of permeable area shall be incorporated to a
depth of 6” into the soil.

Agave attenuata

Foxtail Agave

5g

25

LOW

3'-0"

Baccharis pilularis

Coyote Bush

1g

17

LOW

6'-0"

7. It is the Landscape Contractor's responsibility to furnish plant material free of pests or plant
diseases. Contract-grown or 'tagged' material must be inspected by the Landscape Contractor
and certified disease free. It is the Landscape Contractor's obligation to warranty all plant
materials.

1g

66

LOW

3'-0"

Eriogonum parvifolium

Buckwheat

1g

22

LOW

3'-0"

Leymus condensatus

Wild Rye

1g

172

LOW

3'-0"

Lomandra 'Breeze'

Dwarf Mat Rush

1g

186

LOW

3'-0"

Muhlenbergia rigens

Deer Grass

1g

178

LOW

3'-0"

12" deep augered holes, backfill
with amended soil, 4 holes per tree

4. Landscape Contractor shall be responsible for any coordination with subcontractors as
required to accomplish planting operations.

5g

Ceanothus griseus horizontalis 'Yankee Point' Carmel Creeper

rootball, set on firm soil at bottom of pit

1. Landscape Contractor shall be responsible for becoming aware of all underground utilities,
pipes and structures. The Contractor shall be held responsible for contacting all utility companies
for field location of underground utility lines prior to any excavation.

Green Agave

Agave desmettiana

B

All plant materials shall be set out as shown on plan. Final locations shall be approved by the
Landscape Designer prior to planting.

3. The Landscape Contractor shall assume full responsibility for all necessary revisions due to
failure to give such notification.

LOW

Rh

2. Refer to Civil Engineer for all grading and drainage.

Planting Notes

8. The Landscape Contractor shall provide healthy, vigorous plant stock grown under
climatic conditions similar to the conditions in the locality of the project.

4

9. Specimen trees will be selected and tagged by Landscape Designer prior to plant installation.
Landscape Contractor is responsible to do their own quantity take-offs for all plant materials and
sizes shown on plans. All substitutions shall be reviewed and approved by the Landscape
Designer.

Tree Planting
scale: N.T.S.

10. See details and specifications for staking method, plant pit dimensions and backfill
requirements. If details have not been provided, contact Landscape Designer. Plant crown
elevations relative to finish grade are shown on planting details and shall be strictly adhered to.
Proper compaction of backfill to prevent settlement shall be required.

set crown 1" above grade

11. The Landscape Designer will approve finish grades at all landscape areas prior to planting.

Olea 'Montra'

Dwarf Olive

1g

13

LOW

1187 Coast Village Road, #287
Santa Barbara, CA 93108

Botanic Name

4'-0"

SUBMITTALS

THE DRAWINGS AND SPECIFICATIONS
ARE THE PROPERTY AND COPYRIGHT OF
THE BAREFOOT DESIGN AND SHALL NOT
BE USED ON ANY OTHER WORK EXCEPT
BY WRITTEN AGREEMENT WITH THE
BAREFOOT DESIGN. WRITTEN
DIMENSIONS SHALL BE VERIFIED ON THE
JOB SITE. DISCREPANCIES SHALL BE
BROUGHT TO THE ATTENTION OF
BAREFOOT DESIGN PRIOR TO THE
COMMENCEMENT OF ANY WORK.

mulch under shrubs, crown to remain
free and clear of mulch

12. The Landscape Designer reserves the right to adjust the location of plant material during
installation as appropriate to the project.

temporary 4" berm

13. Landscape mulch shall be applied at 3 inches thick over all landscape surfaces except lawn
areas. Mulch must be approved by Landscape Designer.

finish grade

14. All side and rear yard hedges shall be maintained at or below 6'-0" in height.
15. View impermeable hedges occurring within the front setback serving the same function as a
fence or wall shall be maintained at or below 42" in height.

Pittosporum 'Golf Ball

Golf Ball Kohuhu

1g

48

MED

3'-0"

Rosmarinus 'Roman Beauty'

Rosemary

1g

21

LOW

2'-0"

Salvia leucophylla

Purple Sage

1g

92

LOW

4'-0"

Santolina spp.

Santolina

1g

61

LOW

2'-0"

16. Vegetation shall be situated on the propoerty so as not to obstruct the primary view from
private property at any given time. Giving consideration to the plant materials future growth.

TYP. backfill
lightly scarify rootball surface
slow release fertilizer

Coast Rosemary

5g

31

LOW

4'-0"

seed

18,128 SF

LOW

2'-0"

3

Shrub Planting
scale: N.T.S.

Tree Trunk

L

plant location

UA

X

EQ

Edge of Rootball
1/2 X

Tree Stake

EQUAL

(2) nylon reinforced ties; 1" wide figure 8
tree ties. Adjust to allow for tree
movement.
attach tie to stake with galv. roofing nails

Note:
All shrubs and groundcovers to be planted at equal
spacing (triangular) unless otherwise indicated on plans.

2

Groundcover Layout
scale: N.T.S.

+/- 2"-0"

finish grade

shredded wood/leaf
mulch (see planting notes

Planting Details

2-1/2" diameter lodgepole, drive 18" min.
into undisturbed sbugrade outside
rootball.

PROJECT:

back of curb/header or
edge of hardscape

Edge of
Planting Hole

3"

12"

Notes:
1. Refer to Planting Detail for hole size,
backfill, etc.
2. Modify installation as required for
trees in public right of way.
finish grade
Note:
Mulch under trees and shrubs and
blend into groundcover areas.

SHEET CONTENTS

PLAN VIEW

6'-0"

Seed Mix
California Sage Brush
California Brome
Cucamonga Brome
Beach Evening Primrose
Wine Cup Clarkia
Bush Sunflower
Coastal Buckwehat
California Buckwheat
Golden Yarrow
California Poppy
Goldfields
Arroyo Lupine
Coast Range Melic
Sticky Monkey Flower
Royal Penstemon
Foothill Needle Grass
Purple Needle Grass
Common Vervain

+/- 5'-0'

Santa Monica Mountains
Artemisia californica
Bromus carinatus
Bromus carinatus 'Cucamonga'
Camissoniopsis cheiranthifolia
Clarkia purpurea
Encelia californica
Eriogonum cinerum
Eriogonum fasciculatum
Eriophyllum confertiflorum
Eschscholzia californica
Lasthenia glabrata
Lupinus succulentus
Melica imperfecta
Mimulus aurantiacus longiflorus
Penstemon spectablis
Stipa lepida
Stipa pulchra
Verbena lasiostachys
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City of Malibu
23825 Stuart Ranch Road x Malibu, California 90265-4861
(310) 456-2489 x Fax (310) 456-3356 x www.malibucity.org

GEOTECHNICAL REVIEW SHEET
Project Information
Date: December 13, 2019
Review Log #:
140
30130 Cuthbert Road
Site Address:
n/a
Lot/Tract/PM #:
Planning #:
CDPWF 19-004
Applicant/Contact: Kirk Blaschke, kirk@wertheimerarchitects.com
BPC/GPC #:
(310) 663-6692
Justine Kendall
Fax #:
Planner:
Contact Phone #:
New single-family residence (NSFR), new second unit (guesthouse), new onsite
Project Type:
wastewater treatment system (NOWTS)
Submittal Information
Report GeoConcepts (Walter, GE 2476; Barrett, CEG 2088, DS-12003):
12-6-19, 10-4-19, 9-9-19
(Current submittal(s) in Bold.)
Ensitu Engineering, Inc. (Yaroslaski, PE 60149): 10-7-19
Consultant(s)
Date(s):

/

Architectural plans prepared by Lewin Wertheimer Architects dated
October 15, 2019.
Grading plans prepared by Peak Surveys, Inc. dated October 10, 2019.
Previous Reviews:

10-31-19
Review Findings

Planning Review
The NSFR, second unit, and NOWTS project is APPROVED from a geotechnical perspective.
The NSFR, second unit, and NOWTS project is NOT APPROVED from a geotechnical perspective.
The listed ‘Planning Stage Review Comment’ shall be addressed prior to approval of the project.
Building Plan-Check Stage Review
Awaiting Building plan check submittal. Please respond to the listed ‘Building Plan-Check Stage
Review Comments’ AND review and incorporate the attached ‘Geotechnical Notes for Building Plan
Check’ into the plans.
The Building Plans are APPROVED from a geotechnical perspective, with the following conditions.
The Building Plans are NOT APPROVED from a geotechnical perspective. The listed ‘Building
Plan-Check Stage Review Comments’ shall be addressed prior to Building Plan-Check Stage
approval.
Remarks
The referenced supplemental geotechnical report was reviewed by the City from a geotechnical perspective.
Based on the submitted information, the project includes constructing a new two-story single-family
residence, one-story guest house, detached three-car garage, retaining walls, spa, bocce ball court, and

City of Malibu

Geotechnical Review Sheet

replacing the solar field on an existing structure. The existing swimming pool will remain.
New foundations will be used. Grading consists of removing the existing artificial fill and native soil
approximately seven feet (7’) below grade to competent marine terrace deposits, and replacing as compacted
fill (R & R). Removals will extend a minimum of three feet (3’) below the proposed foundations and five feet
(5’) outside the building footprint. The residence, garage, and guesthouse foundations will be embedded in
compacted fill. Retaining walls will be embedded in either compacted fill or marine terrace deposits.
A new onsite wastewater treatment system (OWTS) will be installed, and the existing OWTS (consisting of a
2,500 gallon septic tank, dispersal field, and one seepage pit) will be abandoned. Eight test borings were
percolated. Future seepage pits will be capped ten feet (10’) below ground surface. The new OWTS will use a
MicroSepTec ES25 treatment tank with a UV disinfection unit.
The site is located within 500 feet of the Malibu Coast fault. Evidence of faulting was not encountered during
the geotechnical investigation (GeoConcepts, Inc., 9-9-19). The northwest corner of the subject site is located
within an earthquake-induced landslide hazard zone.
This project was reviewed under the City of Malibu Environmental Sustainability Department’s
Woolsey Fire Rebuild policies, guidelines and geotechnical report considerations. These guidelines
grant immediate approval of site feasibility from a geotechnical perspective for rebuilds with like-forlike construction and ten percent or less expansion. Geotechnical consultants prepare reports
submitted under these guidelines evaluating and providing recommendations for foundation type and
design parameters, retaining wall design parameters (as appropriate), site grading, site drainage,
current CBC seismic design parameters, and geo-hazard disclosure. Quantitative evaluation and
mitigation of slope stability, mud flow hazards, fault rupture hazard, and liquefaction potential and
related hazards are considered outside the scope of the geotechnical consultant’s reports under these
guidelines.
Building Plan Check Comments:
1. The minimum soil resistivity is 620 ohm-cm, which is considered severely corrosive according to
Appendix C, Soil Corrosivity of the Malibu Geotechnical Guidelines. On the plans, please include
recommendations for mitigating the effects of corrosive soils on site, following manufacturer
recommendations for materials to be placed in soil.
2. Please reference the current building codes on the cover sheet of the plans.
3. Please submit a foundation plan that incorporates a very high expansive design (EI=100). Show bearing
material and embedment depth for all new foundations on the structural plan details, following
recommendations by the Project Geotechnical Consultants. Include the following note on all the
Foundation Plans: “All foundation excavations must be observed and approved by the Project
Geotechnical Consultant prior to placement of reinforcing steel.”
4. If the spa will be constructed below ground and/or will require footings, please provide a spa plan.
5. Include the following note on the OWTS plans: “The Project Engineering Geologist shall observe and
approve the installation of the seepage pits and provide the City inspector with a field memorandum(s)
documenting and verifying that the seepage pits were installed per the approved OWTS plans.”
6. Prior to final approval of the project, an as-built compaction report prepared by the Project Geotechnical
Consultant must be submitted to the City for review. The report must include the results of all density
tests as well as a map depicting the limits of fill, locations of all density tests, locations and elevations of
all removal bottoms, locations and elevations of all keyways and back drains, and locations and
elevations of all retaining wall backdrains and outlets. Geologic conditions exposed during grading must
be depicted on an as-built geologic map. This comment must be included as a note on the grading plans,
as appropriate.

(MALW25419)
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7. Two sets of final residence, guesthouse, spa, foundation, grading and drainage, retaining wall, and OWTS
plans (APPROVED BY BUILDING AND SAFETY) incorporating the Project Geotechnical
Consultant’s recommendations and items in this review sheet must be reviewed and wet stamped and
manually signed by the Project Engineering Geologist. City geotechnical staff will review the plans
for conformance with the Project Geotechnical Consultants’ recommendations and items in this review
sheet over the counter at City Hall. Appointments for final review and approval of the plans may be
made by calling or emailing City Geotechnical staff.

Please direct questions regarding this review sheet to City Geotechnical staff listed below.
Geotechnical Engineering Review by:

12/13/2019
Lauren J. Doyel, G.E. #2981, Exp. 6-30-21
Date
Geotechnical Engineering Reviewer (310) 456-2489 x384
Email: ldoyel@malibucity.org

Engineering Geology Review by:

12/13/2019
Christopher Dean, C.E.G. #1751, Exp. 9-30-20
Date
Engineering Geology Reviewer (310-456-2489, x306)
Email: cdean@malibucity.org

This review sheet was prepared by representatives of Cotton, Shires and Associates, Inc. and GeoDynamics, Inc., contracted
through Cotton, Shires and Associates, Inc., as an agent of the City of Malibu.
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– GEOTECHNICAL –
NOTES FOR BUILDING PLAN-CHECK
The following standard items should be incorporated into Building Plan-Check submittals, as appropriate:
1.

One set of OWTS, grading, retaining wall, and building plans, incorporating the Project Geotechnical Consultant’s
recommendations and items in this review sheet, must be submitted to City geotechnical staff for review. Additional
review comments may be raised at that time that may require a response.

2.

Show the address and phone number of the Project Geotechnical Consultant(s) on the cover sheet of the Plans.

3.

Include the following note on the OWTS plans: “The Project Engineering Geologist shall observe and approve the
installation of the seepage pits and provide the City inspector with a field memorandum(s) documenting and verifying
that the seepage pits were installed per the approved OWTS plans.”

4.

Include the following note on all the Foundation Plans: “All foundation excavations must be observed and approved
by the Project Geotechnical Consultant prior to placement of reinforcing steel.”

5.

Foundation setback distances from descending slopes shall be in accordance with Section 1808 of the Malibu
Building Code, or the requirements of the Project Geotechnical Consultant’s recommendations, whichever are more
stringent. Show minimum foundation setback distances on the foundation plans, as applicable.

6.

The Foundation Plans for the proposed structures shall clearly depict the embedment material and minimum depth
of embedment for the foundations in accordance with the Project Geotechnical Consultant’s recommendations.

7.

Show the proposed onsite wastewater treatment system on the Site Plan.

8.

Please contact the Building and Safety Department regarding the submittal requirements for a grading and drainage
plan review.

Grading Plans (as Applicable)
1.
Grading Plans shall clearly depict the limits and depths of overexcavation, as applicable.
Retaining Walls (As Applicable)
1.
Show retaining wall backdrain and backfill design, as recommended by the Project Geotechnical Consultant, on the
Plans.
2.

Retaining walls separate from a residence require separate permits. Contact the Building and Safety Department for
permit information. One set of retaining wall plans shall be submitted to the City for review by City geotechnical staff.
Additional concerns may be raised at that time which may require a response by the Project Geotechnical
Consultant and applicant.
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Exhibit H- Information on Homes within a 500’Radius
This table summarizes square footage of nearby residences, parcel sizes and year built based on data obtained from the Los Angeles County Assessor and Zillow, where assessor
had already set square footage of property to zero. Building square footage is habitable area only, and does not include garages, covered patios and other accessory structures.
Non-habitable areas has been deducted from the proposed project. Note that the Assessor's data may not reflect all additions or other changes made to the property (permitted or
unpermitted).
1

ID

2

ADDRESS

3

CITY, STATE, & ZIP

4

5

APN

Year Built of
Original
House

6

Square Feet of House
Per Assessors Oﬃce

7
Estimated Square Footage
of Homes Rebuilding InKind Plus 10%:
Formulae: Column 6
multiplied by 1.1%

8

9

10

11

Square Feet of
Lot Per
Assessors
Oﬃce***

% of House to
Lot Size
Formula: Column
7, if exists, if not
then Column 6
divided by
Column 8

Still Standing or
Burned in
Woolsey Fire

Homes We Know are
Being Rebuilt at This
Time

1

30072 ANDROMEDA LN

MALIBU CA 90265

4469-004-007

1965

**3,140 s.f

2
3

30042 ANDROMEDA LN
30060 ANDROMEDA LN

MALIBU CA 90265
MALIBU CA 90265

4469-004-008
4469-004-009

1959
1975

*1,692 s.f.
*4,038 s.f.

4
5

30044 ANDROMEDA LN
5825 PHILIP AVE

MALIBU CA 90265
MALIBU CA 90265

4469-004-010
4469-007-001

1976
1974

*3,252 s.f.
3,840 s.f.

34,410 s.f.
42,689 s.f.

6
7

30181 CUTHBERT RD
30163 CUTHBERT RD

MALIBU CA 90265
MALIBU CA 90265

4469-007-002
4469-007-003

22,640 s.f.
23,200 s.f.

10.12%

n/a

2,291 s.f.
vacant

8

30147 CUTHBERT RD

MALIBU CA 90265

4469-007-004

1956

3,195 s.f.

69,696 s.f.

4.58%

9

30127 CUTHBERT RD

MALIBU CA 90265

4469-007-005

1964

1,734 s.f.

10
11

5561 HORIZON DR
5540 HORIZON DR

MALIBU CA 90265
MALIBU CA 90265

4469-007-007
4469-007-008

1964
1978

3,171 s.f.
2,837 s.f.

12
13
14

30107 CUTHBERT RD
30087 CUTHBERT RD
30000 CUTHBERT RD

MALIBU CA 90265
MALIBU CA 90265
MALIBU CA 90265

4469-007-017
4469-007-018
4469-009-007

1988
1998

5,314 s.f.
5,095 s.f.
3,960 s.f.

15
16

30069 HARVESTER RD
5806 DEERHEAD RD

MALIBU CA 90265
MALIBU CA 90265

4469-009-009
4469-014-018

2,259 s.f.
1,454 s.f.

17
18
19

30084 HARVESTER RD
30100 HARVESTER RD
5820 PHILIP AVE

MALIBU CA 90265
MALIBU CA 90265
MALIBU CA 90265

4469-014-019
4469-014-020
4469-015-006

20
21

5814 PHILIP AVE
5804 PHILIP AVE

MALIBU CA 90265
MALIBU CA 90265

4469-015-007
4469-015-008

22
23
24
25
26

5835 DEERHEAD RD
5618 SEA VIEW DR
6210 OCEAN BREEZE DR
N/A- VACANT
N/A- VACANT

MALIBU CA 90265
MALIBU CA 90265
MALIBU CA 90265
MALIBU CA 90265
MALIBU CA 90265

4469-015-013
4469-042-013
4469-042-017
4469-042-028
4469-042-029

1958
1999

27

5700 SEA VIEW DR

MALIBU CA 90265

28
29

30164 CUTHBERT RD
30180 CUTHBERT RD

30
31

1952

1980
1953
1950
1951
1972

1,861 s.f.

3,488 s.f.

69, 260 s.f.

4.5%

Burned

in kind, no increase

39, 640 s.f.
42,250 s.f.

4.2%
9.5%
9.4%

Burned
Burned
Burned

in kind, plus 10%
nothing submitted
nothing submitted

8.99%

Still Standing
Burned

 

in kind, plus 10% of
ADU that burned

64,904 s.f.

2.67%

vacant
One Strucuture
Burned and One
Structure Still
Standing
Burned

53,580 s.f.
43,560 s.f.
41,380 s.f.
42,690 s.f.
3.04 acres

5.91%
6.51%
12.84%

Burned
Burned
Burned

in kind, plus 10%
nothing submitted
nothing submitted

11.93%
2.99%

Still Standing
Burned

nothing submitted

72,750 s.f.
60,530 s.f.

3.1%
2.4%

Burned
Burned

temp house
nothing submitted

nothing submitted

1,282 s.f.
2,506 s.f.
3,190 s.f.

2,756 s.f.

26,550 s.f.
25,470 s.f.
47,040 s.f.

4.82%
9.83%
6.78%

Still Standing
Burned
Burned

in kind, plus 10%
in kind, no increase

2,445 s.f.
1,994 s.f.

2,689 s.f.
2,193. s.f.

47,480 s.f.
66,211 s.f.

5.14%
3.01%

Burned
Burned

in kind, plus 10%
in kind, plus 10%

1,970 s.f.

32,240 s.f.
39,610 s.f.
90,169 s.f.
5.09 acres
4.23 acres

5.55%
16.58%
7.2%

Burned
Still Standing
Burned
vacant
vacant

in kind, plus 10%

2001
n/a
n/a

1,791 s.f.
6,568 s.f.
*6,500 s.f.
vacant
vacant

4469-042-030

2007

9,021 s.f.

5.04 acres

4.1%

MALIBU CA 90265
MALIBU CA 90265

4469-044-001
4469-044-002

1964
1974

2,809 s.f.
2,630 s.f.

38,768 s.f.
15,680 s.f.

7.24%
16.77%

Still Standing
Burned

30130 CUTHBERT RD
30112 CUTHBERT ROAD

MALIBU CA 90265
MALIBU CA 90265

4469-044-003
4469-044-004

5,363 s.f.
4,199 s.f.

52,510 s.f.
44,040 s.f.

10.21%
9.53%

Burned
Still Standing

Graulich’s house

1990

32
33
34

30125 HARVESTER RD
30119 HARVESTER RD
30016 CUTHBERT RD

MALIBU CA 90265
MALIBU CA 90265
MALIBU CA 90265

4469-044-005
4469-044-006
4469-044-007

*1,759 s.f.
*3,843 s.f.
2,313 s.f.

20,910 s.f.
24,390 s.f.
43,120 s.f.

8.41%
15.75%
5.36%

Burned
Burned
Still Standing

nothing submitted
in kind, no increase

35
36

30111 HARVESTER RD
30103 HARVESTER RD

MALIBU CA 90265
MALIBU CA 90265

4469-044-008
4469-044-009

20,470 s.f.
19,600 s.f.

13.1%
10.19%

Burned
Burned

in kind, plus 10%
nothing submitted

37
30099 HARVESTER RD
MALIBU CA 90265
4469-044-010
3,528 s.f.
3,881s.f.
17,860 s.f.
26,140 s.f.
38
30081 HARVESTER RD
MALIBU CA 90265
4469-044-011
2,108 s.f.
* Square feet of house that was taken from Zillow where assessor has already set square footage to zero. This number includes only habitable space only
** Square feet of house that was provided by the City of Malibu Planning Department where assessor has already set square footage to zero
***this number comes from the Assessors Oﬃce and is roughly excluding easements and assumes thee are no 1:1 slopes on the lot.

19.75%
8.06%

Burned
Still Standing

in kind, plus 10%

1978
1963
1956

nothing submitted

Still Standing

1971
2014
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2012
1978
1967

*2,682 s.f.
*1,998 s.f.

2,950 s.f.

1973
1959

****Cells that are highlighted in colors above are elaborated upon in the exhibits

1

in kind, no increase
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RADIUS MAP

N

SCALE: 1/2”= 200’

500 FT RADIUS

SITE ADDRESS:

PROPERTY OWNER(S):

30130 CUTHBERT RD
MALIBU CA 90265

DEAN & DANA GRAULICH
23431 PACIFIC COAST HWY
MALIBU CA 90265

LEGAL DESCRIPTION:
APN:

4469-044-003

RECORD OF SURVEY AS PER BK 58 PG 28-29 OF R S LOT EX OF
ST COM N 11¢06'31" E 338.83 FT FROM MOST S COR OF LOT 1
BLK 2 TH S 78¢53'29" E 305.57 FT TH N... SEE MAPBOOK FOR
MISSING PORTION ...TO BEG PART OF LOT 1 BLK 2

RADIUS:

500 Feet

N.P.S. + ASSOCIATES
Address:
Telephone:

396 W. Avenue 44
Los Angeles, CA 90065
(323) 801-6393

Email:
Website:

contact.npsassociates@gmail.com
$77$&+0(177
npsassociates.com

City Of Malibu
23825 Stuart Ranch Road
Malibu, CA 90265
Phone (310) 456-2489
www.malibucity.org

PLANNING DEPARTMENT
Nගඑඋඍ ඎ Pඝඊඔඑඋ Hඍඉකඑඖඏ

Insert Mailmerge Fields here

Nගඑඋඍ ඎ Pඝඊඔඑඋ Hඍඉකඑඖඏ
The Malibu Planning Commission will hold a public hearing on Monday, April 6, 2020, at 6:30 p.m. in the Council
Chambers, Malibu City Hall, 23825 Stuart Ranch Road, Malibu, CA, for the project identified below.
COASTAL DEVELOPMENT PERMIT-WOOLSEY FIRE NO. 19-004, SITE PLAN REVIEW NOS. 19-102 AND 19126, AND MINOR MODIFICATION NO. 19-014 - An application for the construction of a new single-family residence
and associated development including a garage, detached second unit, after-the-fact sport court with fencing,
landscape, hardscape, and retaining walls; grading; and installation of a new onsite wastewater treatment system,
including site plan reviews for construction of the residence over 18 feet in height (maximum 24 feet) and for
construction on slopes between 3 to 1 and 2.5 to 1, and a minor modification for a 50 percent reduction of the
required front yard setback to replace a home destroyed in the 2018 Woolsey Fire
LOCATION / APN / ZONING:
APPLICANT / OWNER(S):
APPEALABLE TO:
ENVIRONMENTAL REVIEW:
APPLICATION FILED:
CASE PLANNER:

30130 Cuthbert Rd / 4469-044-003 / Rural Residential-Two Acre (RR-2)
Wertheimer Architects / The Graulich Family Trust
City Council
Categorical Exemption CEQA Guidelines Sections 15303(e) and 15303(a)
October 15, 2019
Justine Kendall, Assistant Planner, jkendall@malibucity.org
(310) 456-2489, ext. 301

A written staff report will be available at or before the hearing for the project, typically 10 days before the hearing in the
Agenda Center: http://www.malibucity.org/agendacenter. Related documents are available for review at City Hall during
regular business hours. You will have an opportunity to testify at the public hearing; written comments which shall be
considered public record, may be submitted any time prior to the beginning of the public hearing. If the City’s action is
challenged in court, testimony may be limited to issues raised before or at the public hearing.
LOCAL APPEAL - A decision of the Planning Commission may be appealed to the City Council by an aggrieved person by
written statement setting forth the grounds for appeal. An appeal shall be filed with the City Clerk within ten days following the
date of action which the appeal is made and shall be accompanied by an appeal form and filing fee, as specified by the City
Council. Appeal forms may be found online at www.malibucity.org/planningforms or in person at City Hall, or by calling (310)
456-2489, extension 245.
BONNIE BLUE, Planning Director

Date: March 12, 2020
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